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SCHEDULE OF AREAS - m²

SITE AREA......................................... 1012 m²

PERMITTED COVERAGE. (50%)....... 506 m²

PERMITTED F.A.R. ().................  N/A²

EXISTING  COVERAGE..................... 182.65

EXISTING F.A.R................................. 182.65

PROPOSED COVERAGE...................  205.2m²

PROPOSED F.A.R..............................  356.2m²

TOTAL COVERAGE...........................  387.85m²

TOTAL F.A.R......................................  538.85m²
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OUTBUILDING  ON ERF 2516

DURBAN NORTH

100 St Andrews Drive
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headlap, fixed at a pitch of 27° with with each tile fixed using non-corrosive nails to 38 x 38mm sawn softwood battens at maximum 345mm
centres, on Marley Under Tile Membrane with joints lapped 150mm, fixed over rafters with trusses at 900mm centres.
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Marley Standard Terracotta Monarch concrete roof tiles (code: TMOSTTC), size 420 x 332mm laid in straight bond with minimum 75mm
headlap, fixed at a pitch of 27° with with each tile fixed using non-corrosive nails to 38 x 38mm sawn softwood battens at maximum 345mm
centres, on Marley Under Tile Membrane with joints lapped 150mm, fixed over rafters with trusses at 900mm centres.NOTE:

Roof and Balcony construction to
be over seen by approved
structural engineer
All load bearing wwalls to be
230mm thick and all non-load
bearing walls to be 115mm thick
150mm lintol above all windows
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Marley Standard Terracotta Monarch concrete roof tiles (code: TMOSTTC), size 420 x 332mm laid in straight bond with minimum 75mm
headlap, fixed at a pitch of 27° with with each tile fixed using non-corrosive nails to 38 x 38mm sawn softwood battens at maximum 345mm
centres, on Marley Under Tile Membrane with joints lapped 150mm, fixed over rafters with trusses at 900mm centres.

NOTE:
Roof and Balcony construction to
be over seen by approved
structural engineer
All load bearing wwalls to be
230mm thick and all non-load
bearing walls to be 115mm thick
150mm lintol above all windows
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comply with part 'd'
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NOTE:
Roof and Balcony construction to
be over seen by approved
structural engineer

All load bearing wwalls to be
230mm thick and all non-load
bearing walls to be 115mm thick
150mm lintol above all windows
and doors

Marley Standard Terracotta Monarch concrete roof tiles (code: TMOSTTC), size 420 x 332mm laid in straight bond with minimum 75mm
headlap, fixed at a pitch of 27° with with each tile fixed using non-corrosive nails to 38 x 38mm sawn softwood battens at maximum 345mm
centres, on Marley Under Tile Membrane with joints lapped 150mm, fixed over rafters with trusses at 900mm centres.

50 x 100mm timber louvre to

be fitted by an approved

specialists

1000 mm balustrade to

comply with part 'd' and 'n' of

sans 10400

planter box by specialist

D5
7.2

D2
2.88

W6
3.6

2
0
0
0

2
0
0
0

Screen pergola

structure by specialist

W13
1.44

W13
1.44

Screen pergola

structure, open to sky

1
5
1
2

2
8
0
0

2
0
0

2
8
0
0

600

600

GARAGE

grano screed

37.5m²

LOUNGE/DINNING

Tiles

44.3m²

PASSAGE

Tiles

S
I
T

E
 
B

O
U

N
D

A
R

Y

S
I
T

E
 
B

O
U

N
D

A
R

Y

3417 14231 7502

NGL

NGL

RWDP

RWDP
RWDP

Line of existing wall
to be omitted

Line of existing wall
to be omitted

Line of existing wall
to be omitted

existing existing existing existing existing existing existing

SECTION A - A
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Marley Standard Terracotta Monarch concrete roof tiles (code: TMOSTTC), size 420 x 332mm laid in straight bond with minimum 75mm
headlap, fixed at a pitch of 27° with with each tile fixed using non-corrosive nails to 38 x 38mm sawn softwood battens at maximum 345mm
centres, on Marley Under Tile Membrane with joints lapped 150mm, fixed over rafters with trusses at 900mm centres.NOTE:

Roof and Balcony construction to
be over seen by approved
structural engineer
All load bearing wwalls to be
230mm thick and all non-load
bearing walls to be 115mm thick
150mm lintol above all windows
and doors
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PROPOSED ADDITIONS AND ALTERATIONS AND

OUTBUILDING  ON ERF 2516

DURBAN NORTH

100 St Andrews Drive

OWNER:

DESCRIPTION:
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ST ANDREWS DRIVE

5 000 WIDE

SITE PLAN
s c a l e    1 : 200
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D1

door schedule :
D2

SCALE:  1:100

QUANTITY :

PHYSICAL DESCRIPTION: 1 hinged door

AREA OF PANE :-

DOOR AREA :2.16 m²

GLAZING DESCRIPTION :-

FRAME FINISH : Anodised aluminium frame

2
4
0
0

SCALE:  1:100

QUANTITY :

PHYSICAL DESCRIPTION: 1 pivot hardwood door

AREA OF PANE :-

DOOR AREA :2.88 m²

GLAZING DESCRIPTION :- 12mm toughened saftey

glass

FRAME FINISH : timber hardwood frame

SCALE:  1:100

QUANTITY :

PHYSICAL DESCRIPTION: sliding door

AREA OF PANE :-

DOOR AREA :2.16 m²

GLAZING DESCRIPTION :- 1

FRAME FINISH : Anodised aluminium frame

D3 D4

SCALE:  1:100

QUANTITY :

PHYSICAL DESCRIPTION: sliding door

AREA OF PANE :-

DOOR AREA :6.48 m²

GLAZING DESCRIPTION :- 12mm toughened saftey

glass

FRAME FINISH : Anodised aluminium frame

SCALE:  1:100

QUANTITY :

PHYSICAL DESCRIPTION: SLIDING door

AREA OF PANE :-

DOOR AREA :7.2m²

GLAZING DESCRIPTION :- 12mm toughened saftey

glass

FRAME FINISH : Anodised aluminium frame

SCALE:  1:100

QUANTITY :

PHYSICAL DESCRIPTION: 1 Sliding door

AREA OF PANE :-

DOOR AREA :9.12 m²

GLAZING DESCRIPTION :-12mm toughened saftey

glass

FRAME FINISH : Anodised aluminium frame

D5

D6

D7

SCALE:  1:100

QUANTITY :

PHYSICAL DESCRIPTION: Garage door

AREA OF PANE :-

DOOR AREA :8.2 m²

GLAZING DESCRIPTION :-

FRAME FINISH : Aluminium
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SCALE:  1:100

PHYSICAL DESCRIPTION: Garage door

AREA OF PANE :-

DOOR AREA :12 m²

GLAZING DESCRIPTION :-

FRAME FINISH : Anodised aluminium frame

5000

W1

SCALE:  1:100

QUANTITY :

PHYSICAL DESCRIPTION:2 Sliding

WINDOW AREA :1.44 m²

window schedule :

GLAZING DESCRIPTION :6mm clear float

FRAME FINISH : Anodised aluminium frame

with clear glazing

W7W2 W3 W4 W5 W6

2
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0
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SCALE:  1:100

QUANTITY :

WINDOW AREA :1.62 m²

PHYSICAL DESCRIPTION:2 side hung 1 fixed

GLAZING DESCRIPTION :6mm clear float glass

FRAME FINISH : Anodised aluminium frame

with clear glazing
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SCALE:  1:100

QUANTITY :

WINDOW AREA :2.7 m²

PHYSICAL DESCRIPTION:2 side hung,1 fixed

GLAZING DESCRIPTION :8mm tsg

FRAME FINISH : Anodised aluminium frame

with clear glazing

SCALE:  1:100

QUANTITY :

WINDOW AREA :13.63 m²

PHYSICAL DESCRIPTION:4 fixed

GLAZING DESCRIPTION :8mm tsg

FRAME FINISH : Anodised aluminium frame

with clear glazing

SCALE:  1:100

QUANTITY :

WINDOW AREA :3.6 m²

PHYSICAL DESCRIPTION:2 sliding

GLAZING DESCRIPTION :12mm tsg

FRAME FINISH : Anodised aluminium frame

with clear glazing

SCALE:  1:100

QUANTITY :

WINDOW AREA :3m²

PHYSICAL DESCRIPTION:2 fixed

GLAZING DESCRIPTION :8mm TSG

FRAME FINISH : Anodised aluminium frame

with clear glazing

W8

SCALE:  1:100

QUANTITY :

PHYSICAL DESCRIPTION:10 fixed

WINDOW AREA :12.48 m²

GLAZING DESCRIPTION :12mm tsg

FRAME FINISH : Anodised aluminium frame

with clear glazing

SCALE:  1:100

QUANTITY :

WINDOW AREA :0.81 m²

W9

W10

PHYSICAL DESCRIPTION:1 top hung, 1 fixed

GLAZING DESCRIPTION :6mm clear float

FRAME FINISH : Anodised aluminium frame

with clear glazing
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W11

SCALE:  1:100

QUANTITY :

PHYSICAL DESCRIPTION:4 side hung

WINDOW AREA :2.16m²

GLAZING DESCRIPTION :6mm clear float

FRAME FINISH : Anodised aluminium frame

with clear glazing
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SCALE:  1:100

QUANTITY :

WINDOW AREA :2.88m²

PHYSICAL DESCRIPTION:4 sliding

GLAZING DESCRIPTION :8mm Tsg

FRAME FINISH : Anodised aluminium frame

with clear glazing

W12

SCALE:  1:100

QUANTITY :

WINDOW AREA :2.4 m²

PHYSICAL DESCRIPTION:1 fixed

GLAZING DESCRIPTION :12 mm Tsg

FRAME FINISH : Anodised aluminium frame

with clear glazing
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SOUTH EAST BOUNDARY WALL
s c a l e    1 : 100
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NGL

boundary wall to

engineers detail and

specification

boundary wall

foundation to engineers

detail and specification
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SCALE:  1:100

QUANTITY :

WINDOW AREA :2.25 m²

PHYSICAL DESCRIPTION:2 side hung

GLAZING DESCRIPTION :6mm clear float glass

FRAME FINISH : Anodised aluminium frame

with clear glazing

D9

SCALE:  1:100

PHYSICAL DESCRIPTION: 1 stacking door

AREA OF PANE :-

DOOR AREA :3.6 m²

GLAZING DESCRIPTION :-

FRAME FINISH : Anodised aluminium frame
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NORTH WEST BOUNDARY WALL
s c a l e    1 : 100

boundary wall

foundation to engineers

detail and specification

boundary wall

foundation to engineers

detail and specification
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PERGOLA OPEN TO SKY

SCALE:  1:100

QUANTITY :

WINDOW AREA :1.44 m²

PHYSICAL DESCRIPTION:1 fixed

GLAZING DESCRIPTION :12mm tsg

FRAME FINISH : Anodised aluminium frame

with clear glazing
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