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GENERAL NOTES:

Use figured dimensions in preference to scaling.

Contractor to verify all dimensions and levels prior to the commencement of any work being carried out and all discrepancies to

be reported to PROJECT MANAGER.
OCCUPANCY CLASSIFICATION G1, OFFICES
CONSTRUCTION NOTES:

ROOF TO COMPLY WITH PART L OF SANS 10400 :
Existing roof to remain.

Under side of slab to be prepared & painted .
Exposed steel to be cleaned, prepared and painted.

Ceiling:
See ceiling plan on sheet LA-0002.

WALLS TO COMPLY WITH PART K OF SANS10400-XA :
Allinternal walls & partitions full height-

(Previously PVA)

Primer:

One coat trade alkali resistant plaster primer

Topcoat:

Two coats luxurious silk to internal

Allinternal steel

Primer:

One coat primer for steel

Intermediate Coat:

One coat trade universal undercoat full coat
Topcoat:

Two coats pearlglo water-based eggshell enamel

All external walls to be 230mm brick wall plaster and paint both sides.

Brickwork to be re-inforced in solid cement mortar joints with brickforce as per engineers detail.

All beams to engineers details.

Exposed steel on under side of slab and columns (full height) to be cleaned, prepared and painted .

All existing walls prepare and paint.

WINDOWS AND GLAZING TO COMPLY WITH PART N OF SANS 10400 :

— Al glazing to comply with SANS 10400 - XA.
Wispeco "casement 30.5 series" aluminium windows to be used.
All shopfronts to be installed and supplied by an AAAMSA approved installer.
All windows and shopfronts to be epoxy powder coated to match existing.
. Powder Coating to be in accordance with SANS 1796 ; 2010 - Application of durable organic powder coating for architectural
> aluminium.
v = } Obscure glazing to be used in all ablutions.
/ = Safety glass to be used on all glazing exceeding 1m sg. as per SANS 10400.
J w
1// n ﬂ FLOORS & SLABS TO COMPLY WITH PART J OF SANS 10400 :
—u
/4 All'slabs and surface beds to engineers details.
/ Surface bed on well compacted and poisoned material re-inforced to engineers details.
// Provide "Gundle' USB green 250 microns damp proof membrane.
V4 Prepare existing floor where the removal of sanware has caused damaged finishes to match existing where possible.
J o= See plan on sheet LA-0002 for floor finishes.
J b=
o
// 2 PUBLIC SAFETY TO COMPLY WITH PART D OF SANS 10400 ;
[<5)
J &
// g All'site operations to comply with Part D, Part E and Part F.
VA E 3= 7
f% g New brick wall bagged and
i 2 painted both sides
o] Bird Proof netting:
/ =
; _ Net material to be high density, polyethylene, and U. V. Stable.
B olour to be Carbon Black, 10mm Square mesh to be Raschell Knitted with a lock stitch that will knot if torn.
B Ex FHR = New brick wall bagged and Colour to be Carbon Black, 10mm S h'to be Raschell Knitted with a lock stitch that will knot if
o painted both sides Net to be have a 20mm border of treated narrow webhing, manufactured to SABS 1080 - 83.
— Netting to be fixed with stainless steel pins and self-tapping screws and all necessary fixings to existing structure.
— p— c— = Sl Concrete slab to engineers detai Material must not interfere with the operation of any heat sensing device & must not constitute a fire hazard in itself.
J= ==|7 == Contractor to provide a sample of the product and fixing details for approval prior to any commencement of work.
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wic install new shopfront door detail
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New bird proofing
New Plywood
New ceiling feature New plywood
-, New ceiling PRI >
Existing V4 R RK KRR
/ t’:"’:‘:’:‘:’z New ceiling feature
/ New timber rafter finish as per .
Lo ) New timber rafter & batten
| ; - architects instruction
. - . - N . Existing slab prepare Ulside of slab, prepare and paint )
N L - —I I NP L N Existing slab prepare and paint and paint New shopfront New ceiling
; 3 ::E::OQ :00’::::::0’0’:::::::’::::::0’0‘0’::::::0’0’0‘0‘0:0:0:::0:0‘0‘0‘0‘0‘0‘0‘0‘0‘:’:0:‘0:0’:0:0“0’0’ Existing beam, prepare and paint - . - .
. . New bird proofing K R R R R KRR o i Existing prepare and paint 7 Existing prepare and paint
. e e e te et e tetetotetetetetetetotototetetetetetetototetototetetetote e tototetetetotetetototetetetototete! Existing prepare and paint
New bird proofin RIS poeseteteletetetetede% 2 g prep. p
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New timber rafter finish as per _ B _ :§:?2*§:§:§:§:§:§:§é’2’2’2¢2’2’2’2¢2’2'2030202:§:§:§02020202:2020302:2:2:3:’0’:?’0‘0""‘*""’"0"’*"‘0 - Existing prepare and paint New screen
architects instruction l’;‘;‘t"r’ut'crt‘:gﬁr rafter finish as per architects ;I‘ 1 S Paint existing wall s it oides New doors to existing shapfront
New shopfront Bag & paint new wall
New Shopfront New shopfront
Existing _ _ - ||| = Paint existing wall New reception desk
I New ramp to engineers detail Existing steel column New brick wall to engineers detai
Existing prepare and paint
New surface bed to engineers
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