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FLOOR FINISH NOTES: SCREEN NOTES:
TIMBER RAFTER
Prepare floors to receive porcelain tiles as per Ital tile. Tiles to be installed . 228 x 114 Timber rafter at 1200 centers fixed to walls with rafter brackets.
as per manufacturers instruction. Timber rafter Rafter brackets fixed to wall using suitable Hilti anchor screws.
Porcelain tiles : - %iﬁ%; Timber batten TIMBER BATTEN
38 x 38 Timber batten at 600 centers fixed to rafter using suitable Hilti
1 CTL Basa Stone Matt Glazed Porcelain Tile 600 x 600mm anchor screws.
Top support N
Provide tile expansion strip at every 3m vertical and 3m horizontal as per , Ce|l|n_g -
_ s “Kirk marketing code ASSJ170R.08 : Aluminium Movement Joints Timber screen PG Bison flush plastered ceiling board.
. _ TIMBER SCREEN
2 Prepare floors to receive Belgotex nexbac Natural Bark wood grain carpet 108 x 46 PAR hardwood meranti timber slats deep stained to architects
tile 1000 x 250mm installed as per manufacturers instruction. instruction consealed fixed to top and bottom supports.
O . . .
- D Placement of Nexbac plank as per architects instruction Botiom support TOP SUPPORTS N . .
*********** NRDE 108 x 46 PAR hardwood meranti timber slat deep stained to architects
D _ . L instruction fixed to timber batten with suitable Hilti anchor screws.
] : Existing concrete surface
-1 ' BOTTOM SUPPORT
1 T| M B E R SC R E E N E L EV ATl O N 108 x 46 PAR hardwood meranti timber slat deep stained to architects
instruction fixed to concrete floor with suitable Hilti anchor screws.
1:50
Finish All timber :
1 Prepare and finish with two coats dulux woodguard floorguard
[:i 7 Note : contractor to provide shop drawings and a sample of the product for
H o o o o | o o approval by the architect prior to fabrication.
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@ FLOOR TILING I I I
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CEl |_| N G LAYOUT TOILETS : GENERAL NOTES
NOTES:
WHB'S
Flush plastered celing : VAAL AZALEA 510 705800WH SEMI RECESSED WHB'S. FIT
NEW COBRA BOTTLE TRAPS - 385/35SQ TO EACH WHB.
SUPPORT STRUCTURE : PROVIDE SLOTTED BASIN WASTE 303 AS PER COBRA.
TIMBER RAFTER _
A | 228x114 Timber rafter at 1200 centers fixed to walls with rafter brackets. Rafter TAPS:
brackets fixed to wall using suitable Hilti anchor screws. COBRA IXION X-134PLAIN FITTED TO TOP OFF WHB.
TIMBER BATTEN PROVIDE ISOLATING BALL VALVES 1030-15 AS PER COBRA.
1 38 x 38 Timber batten at 600 centers fixed to rafter using suitable Hilti anch
SCrews R A MIRROR FRAME:
' 38x38 PAR MARINE TREATED H/W, PREPARED, PRIMED AND
CEILING PAINTED MATT BLACK. FIX TO WALL USING SUITABLE HILTI
/ Supply and install 9 mm Pelican Systems Jumbo Plasterboard to the underside of COUNTER SUNK ANCHOR SCREWS.
il o timber battens with tapered edge of board facing down with 25mm drywall screws MIRRORS:
i : at I|1.50mr.1:hc§n5tres. é\SE/I')é gO;nkm JU'MBF?l tatpe to all joints and finish the entire GSA SMARTGLASS™ IMAGES® COPPER-FREE MIRROR,
_ 45(8|7 (B8]0 cering with 5->mm mming Fiaster. — — = GLAZED IN ACCORDANCE WITH NBR N SCHEDULE 1 AND
Contracior o provide all samples prior to installation. [———1 [—— =1 MIRROR FRAME =4 SABS 0137. SIZES AS PER TOILET DETAILS. FIXED TO
- i [ [ [ | 41 MIRROR SUPPORT USING DEN BRAVEN MIRROR SILICONE.
Feature ceiling D I I I I
I | | | GMS SUPPORTS:
) o . . I I I I 30x30 GMS ANGLES WELDED TO FORM WALL BRACKET. FIX
Under side of slabs prepare and paint in accordance with the manufacturer's g 1 1 1 1 MIRROR - > TO WALL USING 2 OFF M14 HILTI ANCHOR BOLTS. PREPARE
|n§truct|0ns. - PRIME AND PAINT WITH HAMMERITE.
A A B Prier. I I I I
. L11] One coat dulux trade alkali resistant plaster primer || | | | | | | QUARTZ STONE:;
=l Topcoat; [ [ [ [ 20mm SNOW WHITE AS PER CEASARSTONE. ALL EXPOSED
Two coats dulux trade 65 matt pva L4 1 [ | EDGES TO BE POLISHED. FIX TO TOP OF GMS BRACKETS.
B = |V— 1+ —] | =+ ] MIRROR FRAME — o
- . .. L I~ N G == == 3 =
I/D\: nsqt;gl prepare and paint in accordance with the manufacturer's instructions : 8 POSITION OF WHB —— [C — — — — ] ; o~
. : T . =
_—t Feature ceiing One coat dulux primer for stee! 8 1 [l - 1 QUARTZ STONE L IF—— 1% %
D Intermediate Coat: 4 || L] r
. — —e
A One coat dulux trade universal undercoat full coat. -
Topcoat: !
Two coats dulux pearlglo water-based eggshell enamel. GMS SPPORT o
(a») o
71 S - - |7
,/ | | Supply and install Pelican Econocal Calcium Silicate ceiling tiles size 600 x 600 x
/ C 24mm with White vinyl face finish and aluminium foil backing laid onto Pelican - TILES
Econolok pre-painted white exposed tee grid system including fire safety punch outs.
Main tees suspended by means of 19 x 0.5mm GMS strap/2.5mm wire hangers at
1200mm centres. Ceiling perimeter to be finished with pre painted shadow trims.
Contractor to provide all samples prior to installation.
~ E— FEMALE VANITY : ELEVATION TYPICAL SECTION
/ A b SCALE1:20 SCALE1:20
/ K Feature ceiling :
X-Stretch Ceiling
< {h_r = D XST Ceiling, code XT-603 with white membrane.
I \9 B |
‘ ————| o | Frame :
| \ 7 g Possible | Aluminium equal wall frame 6014 to support the membrane.
Y — X — _ [ g : Office | Decorative finish frame 61131 white with comer fittings code 4001 and perimeter
! d £ closure profiles.
‘z\\ C fin} :
A — — A Contractor to provide all samples prior to installation.
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NOTES CADASTRAL DESCRIPTION CONTRACTOR / CONSULTANT TRANSNET CAPITAL PROJECTS Transnet Capital Projects TRANSNEI
- E rf 1003 1 . PO rt Of D u r‘ban . TITLE NAME SIGN DATE TITLE NAME SIGN DATE TRANSNET LTD (TRADING AS TRANSNET CAPITAL PROJECTS) : REG. NO. 1990/000900/30
_ 237 MAHATMA GANDHI ROAD '
1. DO NOT SCALE DRAWING - ONLY DIMENSIONS SHOWN DRAWN AN 16 110 19
ADDRESS: CHECKED D 16 (10 |19 P.O. BOX 31683, DURBAN FAX: 0866 770815
2. THE CONTRACTOR SHALL VERIFY ALL CONDITIONS, 237 MAHATMA GANDHI ROAD DESIGNED
DIMENSIONS AND LEVELS ON THE SITE AND NOTIFY THE DURBAN CHECKED PORT OF DURBAN
NEC SUPERVISOR OF ANY VARIATIONS BEFORE
CONSTRUCTION. - QUEENS WAREHOUSE
OPERATING DIVISION
REFURBUISHMENT TO EXISTING OFFICES
TITLE NAME SIGN DATE . RECEPTION
PR.ENG. / PR.TECH./PR. ARCH
2088053-0-000-M-LA MECHANICAL LAYOUT OA | ISSUED FOR AMAAFA APPROVAL AN ID_| CQ |[4/12/2019 NAME DATE TILING & CEILING LAYOUT
2088053-0-000-C-LA CIVIL LAYOUT NO. DESCRIPTION BY |CHKD|APPD| DATE — LA NAGAR o]
DRAWING NO. REFERENCE 16 10 |19
REVISIONS REG. NUMBER PROJECT NUMBER oD FBS DIS| | TYPE | [DRAWING NO.| [SHEET| | REV | ID
This Document including all design and information therein is Confidential Intellectual Property of Transnet. HPY N L L || | ||
REFERENCE DRAWINGS Copyright and all other rights are reserved by Transnet. This Document may only be used for its intended purpose. SCALE : | AO 210188053 6 1/0|0A[TL|A[T]10]0(0|3 O|1[|0|AlTD
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