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FINISHES
SCHEDULE

QUANTITY

1

WINDOW Nos.

SF2

QUANTITY

1

SHOPFRONT Nos.

SF1

CONTRACTOR RESPONSIBLE FOR SUPPLY AND INSTALLATION OF ALL WINDOWS AND SHOPFRONTS TO BE AFFILIATED
WITH AAAMSA. WIND LOADING TO WINDOWS TO BE ASSUMED AT 2000kpa.
SUPPLIER TO MEASURE OPENING PRIOR TO FABRICATION
SAFETY GLASS TO ALL WINDOWS OVER 1SQM. GLAZING TO BE CARRIED OUT IN ACCORDANCE WITH SABS 0137. SYSTEM
SHALL MEET OR EXCEED THE REQUIREMENTS OF AAAMSA AND DESIGN LOADINGS DETERMINATION BY SABS 0160 FOR
THIS APPLICATION.

SHOPFRONT SHALL BE THE SYSTEM AS SUPPLIED BY WISPECO ALUMINIUM SYSTEMS. MANUFACTURE SHALL BE IN
ACCORDANCE WITH THE MANUALS AS PROVIDED BY WISPECO ALUMINIUM SYSTEMS

AS PER WISPECO ALUMINIUM SYSTEMS SPECIFICATIONS

QUANTITY

1

WINDOW Nos.

SF3

EPOXY POWDER COATED (ITC GLOSS WHITE FROM INTERPON)

PG SMART GLASS - IGDB 9909.  "ECLIPSE ADVANTAGE - SINGLE GLAZED LOW E , CLEAR WITH u VALUE OF 3.83, SHADING
CO-EFF. 0.72.

2 0 8 8 0 5 3

CIVIL LAYOUT 

MECHANICAL LAYOUT 2088053-0-000-M-LA

2088053-0-000-C-LA

VITREX TOILET CUBICALS ' CLASSIC' RANGE:

Colour name: Charcoal
Colour code: ANP1055 Gloss (standard - 2)
Ironmongery: Indicator bolt and keep, coat hook cum door stop, Rising hinges

Floor Clearance - Partitions and Doors: 150 mm from the finished floor

Fixing: Stiles and partitions connected to each other and to masonry walls, continuous
extruded aluminium channel, screw fixings

Fixings: Cadmium plated fasteners (salt spray resistance), ironmongery secured by
means of one way anti - theft screws

Head Rail: Extruded aluminium box section, flush mounted to top of stiles, provides
framing for door openings and bracing for installation.

Aluminium Extrusions - Finish: powder coated.
Colour Code: ITC 29005 Tribo Jet Black Satin

SANITARY
SCHEDULE

SHOPFRONT SHALL BE THE SYSTEM AS SUPPLIED BY WISPECO ALUMINIUM SYSTEMS. MANUFACTURE SHALL BE IN
ACCORDANCE WITH THE MANUALS AS PROVIDED BY WISPECO ALUMINIUM SYSTEMS

AS PER WISPECO ALUMINIUM SYSTEMS SPECIFICATIONS

EPOXY POWDER COATED (ITC GLOSS WHITE FROM INTERPON)

PG SMART GLASS - IGDB 9909.  "ECLIPSE ADVANTAGE - SINGLE GLAZED LOW E , CLEAR WITH u VALUE OF 3.83, SHADING
CO-EFF. 0.72.

SHOPFRONT SHALL BE THE SYSTEM AS SUPPLIED BY WISPECO ALUMINIUM SYSTEMS. MANUFACTURE
SHALL BE IN ACCORDANCE WITH THE MANUALS AS PROVIDED BY WISPECO ALUMINIUM SYSTEMS

AS PER WISPECO ALUMINIUM SYSTEMS SPECIFICATIONS

EPOXY POWDER COATED (ITC GLOSS WHITE FROM INTERPON)

6.4mm Fadban laminated safety glass

SHOPFRONT SHALL BE THE SYSTEM AS SUPPLIED BY WISPECO ALUMINIUM SYSTEMS. MANUFACTURE
SHALL BE IN ACCORDANCE WITH THE MANUALS AS PROVIDED BY WISPECO ALUMINIUM SYSTEMS

AS PER WISPECO ALUMINIUM SYSTEMS SPECIFICATIONS

EPOXY POWDER COATED (ITC GLOSS WHITE FROM INTERPON)

6.4mm Fadban laminated safety glass

QUANTITY

1

WINDOW Nos.

SF4

CONTRACTOR RESPONSIBLE FOR SUPPLY AND INSTALLATION OF ALL WINDOWS AND SHOPFRONTS TO
BE AFFILIATED WITH AAAMSA. WIND LOADING TO WINDOWS TO BE ASSUMED AT 2000kpa.
SUPPLIER TO MEASURE OPENING PRIOR TO FABRICATION
SAFETY GLASS TO ALL WINDOWS OVER 1SQM. GLAZING TO BE CARRIED OUT IN ACCORDANCE WITH
SABS 0137. SYSTEM SHALL MEET OR EXCEED THE REQUIREMENTS OF AAAMSA AND DESIGN LOADINGS
DETERMINATION BY SABS 0160 FOR THIS APPLICATION.

SHOPFRONT SHALL BE THE SYSTEM AS SUPPLIED BY WISPECO ALUMINIUM SYSTEMS. MANUFACTURE
SHALL BE IN ACCORDANCE WITH THE MANUALS AS PROVIDED BY WISPECO ALUMINIUM SYSTEMS

AS PER WISPECO ALUMINIUM SYSTEMS SPECIFICATIONS

EPOXY POWDER COATED (ITC GLOSS WHITE FROM INTERPON)

6.4mm Fadban laminated safety glass

QUANTITY

1

WINDOW Nos.

SF5

SHOPFRONT SHALL BE THE SYSTEM AS SUPPLIED BY WISPECO ALUMINIUM SYSTEMS. MANUFACTURE
SHALL BE IN ACCORDANCE WITH THE MANUALS AS PROVIDED BY WISPECO ALUMINIUM SYSTEMS

AS PER WISPECO ALUMINIUM SYSTEMS SPECIFICATIONS

EPOXY POWDER COATED (ITC GLOSS WHITE FROM INTERPON)

6.4mm Fadban laminated safety glass

QUANTITY

1

WINDOW Nos.

SF6

SHOPFRONT SHALL BE THE SYSTEM AS SUPPLIED BY WISPECO ALUMINIUM SYSTEMS. MANUFACTURE
SHALL BE IN ACCORDANCE WITH THE MANUALS AS PROVIDED BY WISPECO ALUMINIUM SYSTEMS

AS PER WISPECO ALUMINIUM SYSTEMS SPECIFICATIONS

EPOXY POWDER COATED (ITC GLOSS WHITE FROM INTERPON)

6.4MM FADBAN LAMINATED SAFETY GLASS

QUANTITY

1

WINDOW Nos.

SF7
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DOOR NO : D2,D4 , D5 LH : 
RH : 

TOTAL
3

40mm Semi-solid core flush panel door with commercial veneer both sides.

70x108 H/W with 12mm rebate. provide h/w quadrants both sides

Prepare & paint with polyurethane silk enamel, colour by architect

Prepare & paint with polyurethane silk enamel, colour by architect

door grille to be model 'trox ags-t' aluminium door grille. allowance to be made
for frame to be punched and counter sunk.

1.0 Only - 300mmx200mmx1mm stainless steel push plate

1.0 Only - dorma dph 301c fitted to architects approval on 150 x 150 x 0.9mm grade 304 stainless steel back plate

1.5 Pair - dorma dbb-ss-009 102x75x3mm stainless steel two ball bearing butt hinge

1.0 Each - dorma ts73n/en3-4 door closer with standard arm - delayed closing

2.0 Only - stainless steel gr316 kick plate 900mm x 0.9mm x width of door D2 Only with dorma dss133 pictogram on
76mm diameter stainless steel plate D5

1.0 Each - dorma dds-ss-017 stainless steel floor stop

1.0 Each - dorma dss131 "female" pictogram on 76mm diameter stainless steel plate D5

1.0 Each - dorma dss130 "male" pictogram on 76mm diameter stainless steel plate D4

1.0 Each - dorma dhc-ss-031b stainless steel hat and coat hook with rubber buffer

Standard toilet cubical doors as per `vitrex'.

Factory epoxied colour colour name: charcoal
colour code: anp1055 gloss (standard - 2)

Standard supports and frames as supplied as per `vitrex'.

All ironmongery and fittings as per `vitrex'.

D3 LH : 
RH : 

TOTAL
1

Factory epoxied colour colour name: charcoal
colour code: anp1055 gloss (standard - 2)

 D6, D7

40mm Solid core flush panel door with commercial veneer both sides.

70x108 H/W with 12mm rebate. provide h/w quadrants both sides

Prepare & paint with polyurethane silk enamel, colour by architect

Prepare & paint with polyurethane silk enamel, colour by architect

Dorma dwc 005 bathroom indicator turn knob

1.0 Only - 300mmx200mmx1mm stainless steel push plate

1.5 Pair - dorma dbb-ss-009 102x75x3mm stainless steel two ball bearing butt hinge

1.0 Each - dorma dhc-ss-031b stainless steel hat and coat hook with rubber buffer

PROVIDE 3M VINYL WITH 20mm BORDER PROVIDE 3M VINYL WITH 20mm BORDER PROVIDE 3M VINYL WITH 20mm BORDER PROVIDE 3M VINYL WITH 20mm BORDER PROVIDE 3M VINYL WITH 20mm BORDER

LH : 1
RH : 

Prepare & paint with polyurethane silk enamel, colour `Plascon' Smudge Pot B3 - E1 - 2

Steel frame to suit 230mm brick wall as per 'bitcon industries'

Prepare & paint with polyurethane silk enamel, colour `Plascon' Smudge Pot B3 - E1 - 2

1.0 each - Dorma ts83/bc/en2-6 parallel arm door closer - push side fitting
1.0 set - Dorma PHB 3000/3204 series 2 point (top and bottom) locking panic touch bar for door leaf up to 1000mm wide, maximum door height
3200mm.
1.0 each - Dorma PHT 3901 external fire escape access with lever handle
1.0 only - CISA C2000 0G304-09-12 42.5mm single cylinder, EN1303 Security Grade 3, nickel plated finish

NON HOLD OPEN Co-ordinated door closer system for rebated doors between 1350-2200mm.
Closing Force EN 2-4.
Adjustable strength.
Hydraulic speed control.
Max door width 1100mm per leaf. Pull-side fixing.
Door closer compliant with EN 1154. Door co-ordinators tested to EN 1158.
Door closer is CERTI FIRE approved (Certificate No. CF 119) for door types
ITT 120, MM/IMM 240. Certified manufacturer to ISO 9001.

1.0 each - Dorma DDS-SS-017 stainless steel floor stop

Class b fire door as per 'Bitcon Industries' with 2mm aluminium sheeting, both sides.

 D1 1

MOTION SENSOR DORMA ES200  HEAVY DUTY AUTOMATED DOOR CLOSER WITH  OPTI
COMBI 1 SAFETY & MOTION SENSOR   IXIO-L-DT1  & BATTERY BACK UP & ELECTRO
MECHANICAL LOCK, ALL  POWDER COATING FOR PELMETS & END PLATES TO MATCH
SHOPFRONT.

1.0 PAIR - DPH207 "T" 500X25MM STAINLESS STEEL "T" SHAPED STRAIGHT BACK-TO-BACK PULL HANDLES.
1.0 EACH - DORMA D037D EURO-PROFILE CYLINDER DEAD LOCK (ST/STEEL)
1.0 ONLY - CISA C2000 0G300-10-12 65MM DOUBLE CYLINDER, EN1303 SECURITY GRADE 3, NICKEL PLATED FINISH •
2.0 EACH - DORMA DCE-002 STAINLESS STEEL  EURO PROFILE  ESCUTCHEON
1.0 EACH - DORMA D038R REBATE CONVERSION KIT FOR EURO-PROFILE LOCKS WITH 1 D037D/37 DEADLOCK
STRIKE WITH  3.0 ONLY - EREBUS HEAVY DUTY ADJUSTABLE ROLLER BOLT.
1.0 ONLY - HOWICK H400 150X20MM ALUMINIUM LEVER FLUSH BOLTS.
1.0 ONLY - HOWICK H409  600X20MM ALUMINIUM LEVER ACTION FLUSH BOLTS.
1.0 EACH - DORMA DPS-SS-032 DUST PROOF SOCKET  WITH 3.0 PAIR - DORMA DBB-SS-009 102X75X3MM STAINLESS
STEEL TWO BALL BEARING BUTT HINGE  & 1.0 EACH - DORMA DDS-SS-017 STAINLESS STEEL FLOOR STOP
BTS 75 ADJUSTABLE FLOOR SPRING  WITH DOUBLE ACTION ACCESSORIES FOR 120KG DOOR LEAF WITH
7510SS,7422,8062 MECH AND SPINDLE

1.0 PAIR - DPH207 "T" 500X25MM STAINLESS STEEL "T" SHAPED STRAIGHT BACK-TO-BACK PULL HANDLES.
1.0 EACH - DORMA D037D EURO-PROFILE CYLINDER DEAD LOCK (ST/STEEL)
1.0 ONLY - CISA C2000 0G300-10-12 65MM DOUBLE CYLINDER, EN1303 SECURITY GRADE 3, NICKEL PLATED
FINISH • 2.0 EACH - DORMA DCE-002 STAINLESS STEEL  EURO PROFILE  ESCUTCHEON
1.0 EACH - DORMA D038R REBATE CONVERSION KIT FOR EURO-PROFILE LOCKS WITH 1 D037D/37 DEADLOCK
STRIKE  WITH 3.0 ONLY - EREBUS HEAVY DUTY ADJUSTABLE ROLLER BOLT.
1.0 ONLY - HOWICK H400 150X20MM ALUMINIUM LEVER FLUSH BOLTS.
1.0 ONLY - HOWICK H409  600X20MM ALUMINIUM LEVER ACTION FLUSH BOLTS.
1.0 EACH - DORMA DPS-SS-032 DUST PROOF SOCKET
BTS 75 ADJUSTABLE FLOOR SPRING  WITH DOUBLE ACTION ACCESSORIES FOR 120KG DOOR LEAF WITH
7510SS,7422,8062 MECH AND SPINDLE
1.0 EACH - DORMA DDS-SS-017 STAINLESS STEEL FLOOR STOP

1.0 PAIR - DPH207 "T" 500X25MM STAINLESS STEEL "T" SHAPED STRAIGHT BACK-TO-BACK PULL HANDLES.
1.0 EACH - DORMA D037D EURO-PROFILE CYLINDER DEAD LOCK (ST/STEEL)
1.0 ONLY - CISA C2000 0G300-10-12 65MM DOUBLE CYLINDER, EN1303 SECURITY GRADE 3, NICKEL PLATED
FINISH • 2.0 EACH - DORMA DCE-002 STAINLESS STEEL  EURO PROFILE  ESCUTCHEON
1.0 EACH - DORMA D038R REBATE CONVERSION KIT FOR EURO-PROFILE LOCKS WITH 1 D037D/37 DEADLOCK
STRIKE
3.0 ONLY - EREBUS HEAVY DUTY ADJUSTABLE ROLLER BOLT.
1.0 ONLY - HOWICK H400 150X20MM ALUMINIUM LEVER FLUSH BOLTS.
1.0 ONLY - HOWICK H409  600X20MM ALUMINIUM LEVER ACTION FLUSH BOLTS.
1.0 EACH - DORMA DPS-SS-032 DUST PROOF SOCKET
1.0 EACH - DORMA DDS-SS-017 STAINLESS STEEL FLOOR STOP

1.0 PAIR - DPH207 "T" 500X25MM STAINLESS STEEL "T" SHAPED STRAIGHT BACK-TO-BACK PULL HANDLES.
1.0 EACH - DORMA D037D EURO-PROFILE CYLINDER DEAD LOCK (ST/STEEL)
1.0 ONLY - CISA C2000 0G300-10-12 65MM DOUBLE CYLINDER, EN1303 SECURITY GRADE 3, NICKEL PLATED FINISH •
2.0 EACH - DORMA DCE-002 STAINLESS STEEL  EURO PROFILE  ESCUTCHEON
1.0 EACH - DORMA D038R REBATE CONVERSION KIT FOR EURO-PROFILE LOCKS WITH 1 D037D/37 DEADLOCK
STRIKE WITH 3.0 ONLY - EREBUS HEAVY DUTY ADJUSTABLE ROLLER BOLT.
1.0 ONLY - HOWICK H400 150X20MM ALUMINIUM LEVER FLUSH BOLTS & 1.0 ONLY - HOWICK H409  600X20MM
ALUMINIUM LEVER ACTION FLUSH BOLTS WITH 1.0 EACH - DORMA DPS-SS-032 DUST PROOF SOCKET
3.0 PAIR - DORMA DBB-SS-009 102X75X3MM STAINLESS STEEL TWO BALL BEARING BUTT HINGE
1.0 EACH - DORMA DDS-SS-017 STAINLESS STEEL FLOOR STOP
BTS 75 ADJUSTABLE FLOOR SPRING  WITH DOUBLE ACTION ACCESSORIES FOR 120KG DOOR LEAF WITH
7510SS,7422,8062 MECH AND SPINDLE

EPOXY POWDER COATED (ITC GLOSS WHITE FROM INTERPON)

6.4MM FADBAN LAMINATED SAFETY GLASS

QUANTITY
1

WINDOW Nos.
SF7

1.0 PAIR - DPH207 "T" 500X25MM STAINLESS STEEL "T" SHAPED STRAIGHT BACK-TO-BACK PULL HANDLES.
1.0 EACH - DORMA D037D EURO-PROFILE CYLINDER DEAD LOCK (ST/STEEL)
1.0 ONLY - CISA C2000 0G300-10-12 65MM DOUBLE CYLINDER, EN1303 SECURITY GRADE 3, NICKEL PLATED FINISH •
2.0 EACH - DORMA DCE-002 STAINLESS STEEL  EURO PROFILE  ESCUTCHEON
3.0 ONLY - EREBUS HEAVY DUTY ADJUSTABLE ROLLER BOLT.
1.0 ONLY - HOWICK H400 150X20MM ALUMINIUM LEVER FLUSH BOLTS.
1.0 ONLY - HOWICK H409  600X20MM ALUMINIUM LEVER ACTION FLUSH BOLTS.
1.0 EACH - DORMA DPS-SS-032 DUST PROOF SOCKET
3.0 PAIR - DORMA DBB-SS-009 102X75X3MM STAINLESS STEEL TWO BALL BEARING BUTT HINGE
1.0 EACH - DORMA DDS-SS-017 STAINLESS STEEL FLOOR STOP
BTS 75 ADJUSTABLE FLOOR SPRING  WITH DOUBLE ACTION ACCESSORIES FOR 120KG DOOR LEAF WITH
7510SS,7422,8062 MECH AND SPINDLE

Existing steel window, prepare and paint
Primer: One coat dulux primer for steel
Intermediate Coat: One coat dulux trade universal undercoat full coat
Topcoat: Two coats dulux pearlglo water-based eggshell enamel

Existing

Existing

N/a

Repair any broken or damaged glass with 4mm clear float glass.
Provide new vinyl as per '3m'. installed as per manufactureres instruction.

GW1 QUANTITY
5

WINDOW SCHEDULE

SHOPFRONT SHALL BE THE SYSTEM AS SUPPLIED BY WISPECO ALUMINIUM SYSTEMS. MANUFACTURE
SHALL BE IN ACCORDANCE WITH THE MANUALS AS PROVIDED BY WISPECO ALUMINIUM SYSTEMS
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ISSUED FOR AMAAFA APPROVAL

CADASTRAL DESCRIPTION
Erf 10031. Port of Durban.

ADDRESS:
237 MAHATMA GANDHI ROAD
DURBAN
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