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NOTES:
1. All boundaries, dimensions and levels
are to be checked on site before
construction and any discrepancies are to
be reported to the office of the Architect.
2. Partial Service: Any discrepancies with
site or other information is to be advised to
the Architect and direction or approval is to
be sought before the implementation of the
detail.
3. Do not scale this drawing.
4. For the purpose of coordination, all
relevant parties must check this
information prior to implementation and
report any discrepancies to the Architect.
5. All fittings, fixtures,sanware,furniture etc.
are
indicative only. Refer to data sheets for
details.
6. Any dimensions not shown must be
confirmed by the Architect prior to
construction.
7. Engineer to confirm all structural design
and layouts prior to construction and
submission for municipal approval.
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(ERF 1065 SEA VIEW)
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PROPOSED ADDITIONS & ALTERATIONS
TO EX. WORKSHOP,DEMOLITION OF

STAFF QUARTERS & DEMOLITION OF EX.
GARAGES

URBAN PLATFORM ARCHITECTS + PLANNERS
SUITE 7, SUTTON SQUARE

306 MATTHEWS MEYIWA ROAD,
WINDERMERE
BEREA, 4001

IRSHAAD DALA

ALL DEMOLITION WORK TO BE
CONFIRMED BY STRUCTURAL

ENGINEER PRIOR.

B 02.02.22 REVISED PER CLIENT DISCUSSION. I.D

B 18.02.22 REVISED PER CLIENT SITE MEETING. I.D
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0 PROPOSED NEW
DOUBLE SKIN BRICK
WALL TO STR. ENG.
DETAIL & DESIGN

NEW ROOF TO STR.
ENG DETAIL & DESIGN.

NEW POWDERCOATED
SILVER ALUMINIUM
DOOR.

NEW DOUBLE SKIN
BRICK  PARAPET WALL

NEW WATERPROOFING
TO SPECIALIST DETAIL &
DESIGN.

PROPOSED NEW RC.
FOOTINGS TO STR.
ENG. DETAIL & DESIGN.

NEW POWDERCOATED
SILVER ALUMINIUM
WINDOW W01.

W02
FGLFFL
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PROPOSED NEW
DOUBLE SKIN BRICK
WALL TO STR. ENG.
DETAIL & DESIGN

NEW ROOF TRUSS TO
STR. ENG DETAIL &
DESIGN. PITCH: 120

NEW ROOFSHEETING
TO NEW TRUSS AND
PURLINS BY
SPECIALIST.

NEW DOUBLE SKIN
BRICK  PARAPET WALL

NEW WATERPROOFING
TO SPECIALIST DETAIL &
DESIGN.

PROPOSED NEW RC.
FOOTINGS TO STR.
ENG. DETAIL & DESIGN.

PROPOSED NEW RC.
SURFACE BED TO STR.
ENG. DETAIL & DESIGN.

NEW ALUMINIUM
GUTTER.

FGLFFL
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2 040 NEW ROOF TO STR.
ENG DETAIL & DESIGN.

NEW DOUBLE SKIN
BRICK  PARAPET WALL

NEW WATERPROOFING
TO SPECIALIST DETAIL &
DESIGN.

NEW POWDERCOATED
SILVER ALUMINIUM
WINDOW W01.
FGL

W01FFL
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PROPOSED NEW  DOUBLE
SKIN WALL TO STR. ENG.
DETAIL & DESIGN.

PROPOSED NEW PARAPET
WALL

NEW GUARD
HOUSE
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3 475 EXISTING WALLS TO BE
DEMOLISHED.

PROPOSED NEW RC.
SLAB TO COVER
EXISTING GROUND
FLOOR  TO STR. ENG
DETAIL & DESIGN.

EXISTING WALLS TO BE
DEMOLISHED.

EXISTING WALLS TO BE
DEMOLISHED.

EXISTING WALLS TO BE
DEMOLISHED.

EXISTING GUARD
HOUSE  BELOW TO BE
DEMOLISHED.

EXISTING COLUMNS TO
BE PARTIALLY
DEMOLISHED PER
ENGINEERS
RECOMMENDATIONS &
DETAIL.

EXISTING COLUMNS TO
BE PARTIALLY

DEMOLISHED PER
ENGINEERS

RECOMMENDATIONS.

EXISTING WALLS TO BE
DEMOLISHED.

EXISTING WALLS TO BE
DEMOLISHED.

EXISTING WALLS TO BE
DEMOLISHED AS PER
ENGINEERS
METHODOLOGY.

EXISTING STAIRCASE
TO BE DEMOLISHED.AS
PER ENGINEERS
METHODOLOGY

EXISTING
STRONGROOM TO BE
DEMOLISHED AS PER
ENGINEERS
METHODOLOGY.

EXISTING SECTION
OF OVERHEAD COVERING,
AIRBRICKS AND COLUMNS
TO BE DEMOLISHED.
MAKE GOOD ALL EXISTING
SURFACES.

STRUCTURAL
ENGINEER TO CONFIRM
VIABILITY OF EXISTING
FLOOR SLAB AS NEW
ROOF.

EXISTING FLOOR SLAB
TO BE WATERPROOFED
BY SPECIALIST

EXISTING COLUMNS TO
BE PARTIALLY

DEMOLISHED PER
ENGINEERS

RECOMMENDATIONS &
DETAIL.

PROPOSED NEW
AWNING BELOW.

EXISTING
WALL TO BE
DEMOLISHED,
AS PER STRUCTURAL
ENGINEER'S
RECOMMENDATIONS.

LINE OF EXISTING ROOF
TO BE DEMOLISHED.

EXISTING ROOF TO BE
SAFELY DEMOLISHED AND
REMOVED OFF SITE.

EXISTING ROOF TO BE
SAFELY DEMOLISHED AND
REMOVED OFF SITE.

EXISTING ROOF TO BE
SAFELY DEMOLISHED AND
REMOVED OFF SITE.

EXISTING STAIRCASE
BELOW TO BE
DEMOLISHED.

EXISTING STAIRCASE
BELOW TO BE DEMOLISHED.

EXISTING UNDERSIDE OF
WALKWAY CANOPY TO BE
REPAINTED.

EXISTING CANOPY TO BE
RE-WATERPROOFED BY
SPECIALIST.

EXISTING WALLS TO BE
DEMOLISHED AS PER
ENGINEERS
METHODOLOGY.

EXISTING STAIRCASE
TO BE DEMOLISHED AS
PER ENGINEERS
METHODOLOGY.

PROPOSED NEW
SCREED LAID TO FALLS,
ALL TO STRUCTURAL
ENGINEERS DETAIL &
DESIGN.

PROPOSED NEW
ALUMINIUM SEAMLESS
GUTTER BY SPECIALIST.

PROPOSED NEW
Ø150mm ALUMINIUM
INDUSTRIAL RWP

PROPOSED NEW  450

FULLBORE OUTLET
DRAIN BY SPECIALIST.

PROPOSED NEW
ALUMINIUM SEAMLESS
GUTTER BY SPECIALIST.

PROPOSED NEW
Ø150mm ALUMINIUM
INDUSTRIAL RWP

PROPOSED NEW
Ø150mm ALUMINIUM
INDUSTRIAL RWP

EXISTING
LABORATORY

FIRST FLOOR TO BE DEMOLISHED EXISTING
STAIRWELL

TO BE
DEMOLISHED

EXISTING
STAFF

QUARTERS
TO BE

DEMOLISHED

EXISTING
STAIRWELL

TO BE
DEMOLISHED
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SCREED HIGH POINT

SCREED LOW POINTSCREED LOW POINT

SCREED HIGH POINT

EX. SLAB TO REMAIN. NEW SCREED TO FALLS &
WATERPROOFED MEMBRANE TO BE FITTED

BY DWASA REGISTERED SPECIALIST. MINIMUM 10 YEAR GUARANTEE
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EXISTING
DRYWALLS TO BE DEMOLISHED.
.

EXISTING LAB
WORKTOP TO BE DEMOLISHED

EXISTING
CUPBOARDS TO BE
DEMOLISHED.

EXISTING LAB
WORKTOP TO BE DEMOLISHED

EXISTING
MESH
FENCE.

EXISTING
WALL TO BE
DEMOLISHED,
AS PER STRUCTURAL
ENGINEER'S
RECOMMENDATIONS.

ALL INTERNAL WALLS
AND FITTINGS TO
EXISTING TOILET
TO BE DEMOLISHED.

EXISTING WINDOWS
AND BRICKWORK BELOW
TO BE REMOVED AND
A NEW ROLLER SHUTTER
DOOR TO BE INSTALLED.

DEMOLISH
EX. WALLS.

EXISTING WALL TO BE DEMOLISHED
AS PER ENGINEERS
METHODOLOGY.

EXISTING SECTION
OF OVERHEAD COVERING,
AIRBRICKS AND COLUMNS
TO BE DEMOLISHED.
MAKE GOOD ALL EXISTING
SURFACES.

EXISTING
MESH
FENCE.

EXISTING
MESH
GATE

EXISTING
MESH
ABOVE WALL

PROPOSED NEW AWNING
TO SPECIALIST DETAIL &
DESIGN.

LINE OF EXISTING OVERHEAD CANOPY/COVERING ABOVE.

EXISTING
EXTERIOR WALL.

EXISTING
LINE OF SLAB ABOVE. EXISTING

1.6M HIGH ENCLOSURE WALL

EXISTING
MESH
FENCE GATE

EXISTING LAB
WORKTOPS TO BE
DEMOLISHED

EXISTING
WINDOWS TO BE REFURBISHED

EXISTING
WINDOWS TO BE REFURBISHED

EXISTING
WINDOWS TO BE REFURBISHED

EXISTING
WINDOWS TO BE REFURBISHED

EXISTING
WINDOWS TO BE
REFURBISHED

EXISTING
WINDOWS TO BE
REFURBISHED

EXISTING
WINDOWS TO BE
REFURBISHED

EXISTING
WINDOWS TO BE
REFURBISHED

EXISTING
STAIRS TO BE DEMOLISHED AS PER
ENGINEERS METHODOLOGY.

EXISTING
WINDOWS TO BE DEMOLISHED.

EXISTING DOOR TO BE
REMOVED & OPENING
TO BE BRICKED UP,
PLASTERED &
PAINTED.

EXISTING
DRYWALLS TO BE DEMOLISHED.
.

EXISTING
STAIRS TO BE
DEMOLISHED AS
PER ENGINEERS
METHODOLOGY.

EXISTING
GUARD HOUSE TO BE
DEMOLISHED.

EXISTING
WALLS TO BE
DEMOLISHED AS
PER ENGINEERS
METHODOLOGY.

EXISTING
OPENING TO
BE BRICKED
UP.

EXISTING
DOOR TO BE BRICKED UP.

EXISTING
DOOR TO BE BRICKED UP.

EXISTING DOOR TO BE
BRICKED UP

EXISTING
STAIRS TO BE
DEMOLISHED.

EXISTING
WALL TO BE
DEMOLISHED.

EXISTING
WALL TO BE

DEMOLISHED.

EXISTING DOOR TO BE
REMOVED AND NEW
OPENING TO BE
CAREFULLY MADE. INSTALL
NEW ROLLER-SHUTTER
DOOR.

DEMOLISH
EX. WALL
AND DOOR.

DEMOLISH
EX. DOOR.

EXISTING BEAM:
250mm W x 420D

EXISTING BEAM:
250mm W x 420D

EXISTING BEAM:
250mm W x 420D

EXISTING BEAMS:
250mm W x 420D

EXISTING
ABLUTIONS

CONVERTED TO
NEW

STORE ROOM

EXISTING
STAIRS

EXISTING
RAMP

EXISTING
WALKWAY

EXISTING
LABORATORY

CONVERTED TO NEW STORAGE FACILITY

EXISTING
STORAGE

EXISTING
TIMBER
DOOR

EXISTING
STAFF

QUARTERS
TO BE

DEMOLISHED

EXISTING
ADJACENT OPEN

FRAME STRUCTURE:
WORKSHOP

EXISTING
STORAGE

EXISTING
STORAGE

FALL 30

RWP

EXISTING
OFFICE

EXISTING
TIMBER
DOOR

EXISTING
TIMBER
DOOR
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TIMBER
DOOR

EXISTING
TIMBER
DOOR
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ROLLER SHUTTER DOOR
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GUARD
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EXISTING WAREHOUSE EXISTING STAIRCASE

EXISTING
WALLS &
WC'S TO BE
DEMOLISHED.

PROPOSED NEW
ALUMINIUM SEAMLESS
GUTTER BY SPECIALIST.

EXISTING FIRST FLOOR
BRICKWORK TO BE
PARTIALLY DEMOLISHED
TO FORM NEW PARAPET
WALL: MIN. 300mm HIGH
WALL TO REMAIN FROM
TOP OF EXISTING SLAB
LEVEL

PROPOSED NEW  450

FULLBORE OUTLET
DRAIN BY SPECIALIST.

EXISTING RC. SLAB.

PROPOSED NEW
WATERPROOFING BY
SPECIALIST.

EXISTING GROUND
FLOOR WALL.

EXISTING WALKWAY
CANOPY.

PROPOSED NEW
SCREED LAID TO FALLS,
ALL TO STRUCTURAL
ENGINEERS DETAIL &
DESIGN.

PROPOSED NEW
WATERPROOFING BY
SPECIALIST.
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