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MAP. = 850.0mm 120 NOTES:

e THIS DRAWING TO BE IN READ CONJUNCTION WITH THE
100 DRAWINGS FROM THE OTHER PROJECT TEAM DISCIPLINES.
90 e ALLLEVELS AND DIMENSIONS TO BE VERIFIED ON SITE BEFORE
10800 ANY WORK COMMENCES AND ANY DISCREPANCIES TO BE
REPORTED TO THE ENGINEER.
60 e ALLSTRUCTURAL STEEL TO BE GALVANIZED TO SANS 121 (HEAVY
DUTY).

S,o YR FLOOD (999.572m) ——— e  ALLSTRUCTURAL STEEL TO BE GRADE $355JR (ACCORDING TO EN

100 = 1:10 YR FLOOD (999.438m) —— — 10025-2).
= 1:5 YR FLOOD (999.328m) — 30 e ALLBOLTS TO BE GRADE 8.8 HIGH-STRENGTH PRECISION BOLTS

CATCHMENT AREA = 5414 km? TO SANS 136.
e CONTRACTOR TO INFORM ENGINEER IF STEEL ELEMENTS ARE NOT
AVAILABLE IN ABOVE GRADE.
g0 5 10 15 20 25 e  ALLLEVELS SHOWN ARE TO "TOP OF CONCRETE", UNLESS SHOWN
OTHERWISE.

RETURN PERIOD T(yrs) e ALL FOUNDATION EXCAVATIONS TO BE INSPECTED BY ENGINEER -
PRIOR TO CASTING OF BLINDING LAYER AND TO BE KEPT DRY AT
MAX. ALL TIMES.
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7o HW FLOOBLINE |\ TR AL EXIT o ENGINEER TO INSPECT ALL REBAR PRIOR TO CASTING ANY
. ELEVATION| “crreaM | CONDITIONS CONCRETE AND CONTRACTOR MUST INFORM ENGINEER AT LEAST
tyrs) (m¥s) RM.F. (m) (m) VEL. (m/s) 24 HOURS BEFORE CASTING TIME TO ARRANGE INSPECTION.
o ALLREBAR TO BE SUPPORTED ON PURPOSE-MADE CONCRETE
5 93.8 12.8 0.957 999.328 3.213 SPACERS OR PLASTIC SPACERS.
o NO SPACERS WILL BE ACCEPTED IF ANY OTHER MATERIAL IS USED.
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e STOOLS ARE TO SIT ON "B1" MAT OF STEEL AND NOT ON
SHUTTERING.

ROCKY e CONTRACTOR IS RESPONSIBLE FOR MAINTAINING STEEL IN

20 167 22.1 1.207 999.572 3.967 CORRECT POSITION DURING CONCRETING.

e CONTRACTOR TO ENSURE THAT CUBES ARE CAST WITH THE
ELEMENT THEY ARE INTENDED TO REPRESENT. NO CUBE TEST

10 1246 16.9 1.067 999 438 3.568
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LONG SECTION RMF. =10 (A / 10 ) ~ 7358 m¥s RESULTS WILL BE ACCEPTED IF THEY ARE CAST AFTERWARDS OR
FROM A BATCH OF CONCRETE NOT USED IN THE ELEMENT WHICH

LOOKING DOWNSTREAM K= 5.0 THE CUBE REPRESENTS.
CONCRETE TO BE CURED PROPERLY USING AN APPROVED

SCALE 1:150
METHOD OF MOISTURE RETENTION. THE CONTRACTOR WILL BE
RESPONSIBLE FOR CONCRETE WHICH IS REJECTED DUE TO POOR
CURING METHODS OR LACK THEREOF.
e ALLEXPOSED RC CONCRETE SURFACES SHALL BE SMOOTH AND
NON-EXPOSED SURFACES SHALL BE ROUGH (SANS 2001-CC1:2007;
TABLE 1) UNLESS INDICATED DIFFERENTLY ON THE DRAWINGS OR
DIRECTED BY THE ENGINEER.
e ALLEXPOSED RC CONCRETE CORNERS SHALL HAVE A 25 X 25 MM
CHAMFER.
e ALL CONCRETE CONSTRUCTION IS TO BE IN ACCORDANCE WITH
SANS 10100 AND SANS 2001; PART CC1 OR CC2.
e  ALL STRUCTURAL STEEL CONSTRUCTION IS TO BE IN ACCORDANCE
SETTING OUT COORDINATES WITH SANS 10162 AND SANS 2001; PART CS1.
e ALLTIMBER CONSTRUCTION IS TO BE IN ACCORDANCE WITH SANS
SURVEY COORDINATES 10163.
SYSTEM: WG31° e  ALL LOAD BEARING BRICKWORK CONSTRUCTION IS TO BE IN
SYSTEM: WG31° HEIGHTS BASED ON TRIG NO.327 ACCORDANCE WITH SANS 10164.
HEIGHTS BASED ON TRIG NO.327 e ALLBUILDING WORK IS TO BE IN ACCORDANCE WITH SANS 10400
AND SANS 2001; PARTS CG1, CM1, CT1, CT2, AND EM1.
BML 18 242.92 3 123 905.00 1001.29 SoP 1 18 246.29 3123 868.67 999515 «  BRICKS TO HAVE A MINIMUM CRUSHING STRENGTH OF 14 MPA
SOP 2 18 240.15 3123 871.10 999 515 AND MORTAR TO BE CLASS Il (SANS 10400: THE APPLICATION OF
BM2 18 205.42 3123 799.09 1003.30 6600 THE NATIONAL BUILDING REGULATIONS; CH K).
SOP 3 18 218.01 3123 815.32 999 515 e PROVIDE 2 LAYERS OF D.C.P. BETWEEN TOP OF LOAD BEARING
BRICKWORK AND UNDER SIDE OF R.C. SLABS.
SOP 4 18 224.14 3123812.88 999.515 400 4200 400 1200 400 e  GROUND BEARING PRESSURE TO BE A MINIMUM OF 100 KPA
TRAFFIC LANE PEDESTRIAN WALKWAY (UNLESS INDICATED DIFFERENTLY ON THE DRAWING).
e 50MM BLINDING (10 MPA) UNDER ALL FOUNDATIONS AND BASES.
e CONCRETE COVER TO BE AS INDICATED FOR EXPOSURE
999.515 CONDITION SEVERE, OR 25 MM.
\ / e CONCRETE MIX TO GIVE A MIN. CUBE CRUSHING STRENGTH FOR
ALL CONCRETE - 30 MPA AT 28 DAYS (UNLESS INDICATED

DIFFERENTLY ON THE DRAWING).
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