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new gunite concrete pool

by specialist to engineer's

detail

Existing windows to be removed and

replaced with new aluminium windows

as per schedule

Existing Marseille roof tiles on existing

timber trusses to remain unaltered

existing screenwall to be demolished

build in new with hardwood timber gate

as shown

plaster and paint finish to match

dwelling
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new concrete foundations to

engineers detail

Foundations not to encroach

over site boundary

new aluminium Victorian 'S' profile

roof sheeting to new Veranda, with

fascias and bargeboards to match

new 150x150mm timber posts to

support veranda, with gms base

plates fixed into concrete slab

timber deck by specialist to

engineer's detail
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general notes:

this drawing is copyright and remains the property of 

dhs architecture

all dimensions and levels are to be checked on site prior 

to construction

all dimensions and levels on this drawing are to be 

taken in preference to scaling off

any discrepancies on this drawing are to be reported to 

the office of the architect prior to construction

all work is to be carried out in accordance with the 

national building regulations SANS 10400 parts A to Z

all retaining walls, piles footings, slabs, beams, columns 

and agricultural drains to engineer's details and design

all foundations/piling to structural engineer's detail and 

design

All foundations and existing structures to be certified by

competent person as per SANS 10400 part A1(3)(a)

the main contractor to check the land surveyors 

drawings for confirmation of setting out levels and 

dimensions of site

building work may only commence on approval of the 

building plans from the local authority_construction 

prior to approval will be at the risk of the owner
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existing concrete slab and

foundations to be certified

by structural engineer

new gunite concrete pool

by specialist to engineer's

detail

Existing windows to be removed and

replaced with new aluminium windows

as per schedule

Existing Marseille roof tiles on existing

timber trusses to remain unaltered

new aluminium Victorian 'S' profile roof

sheeting to new Veranda

new 150x150mm timber posts to

support veranda, with gms base plates

fixed into concrete slab

1,0m high timber handrail to comply

with SANS10400 Part D4.2

plaster and paint finish to plinth wall

Existing Marseille roof tiles on

existing timber trusses to

remain unaltered
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connection to 

110Ø svp

new 110Ø pvc sewer pipe below timber deck
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Existing Marseille roof tiles on

existing timber trusses to

remain unaltered
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Existing Marseille roof tiles on

existing timber trusses to remain

unaltered

Existing windows to be removed

and replaced with new aluminium

windows as per schedule

Existing windows to be removed

and replaced with new aluminium

windows as per schedule
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existing 110Ø pvc sewer pipe
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Existing windows to be removed

and replaced with new aluminium

windows as per schedule

Existing Marseille roof tiles on

existing timber trusses to remain

unaltered

new aluminium Victorian

'S' profile roof sheeting

to new Veranda, with

fascias and

bargeboards to match

new 150x150mm timber

posts to support

veranda, with gms

base plates fixed into

concrete slab

1,0m high timber

handrail to comply

with SANS10400

Part D 4.2
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PROPOSED ADDITIONS AND ALTERATIONS

TO EXISTING DWELLING,

ON LOTS 1677 AND 2738, DURBAN NORTH

AT 32 MONTEITH PLACE.

Derek Hauptfleisch

SCALE 1: 100

NORTH WEST ELEVATION

SCALE 1: 100

SOUTH EAST ELEVATION

SCALE 1: 100

SECTION C-C - BOUNDARY WALL

SCALE 1: 100

NORTH EAST ELEVATION

SOUTH WEST ELEVATION

THE ROGER BROWN FAMILY TRUST


	Sheets and Views
	302_Elevations


