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2.44m S & D servitude

SITE PLAN

1 : 200

EX. ADJ BLDG

EX. ADJ BLDG

EX. ADJ O/B.

EX. ADJ BLDG

PROPOSED 

ALTS & ADDS
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3/539

EX. ADJ BLDG
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2m BLDG. LINE

2.44m S & D SERVITUDE

line of bldg. above

new r.c. steps

riser : 170mm

treads : 300mm

EX. RE1

ex.g

EX. RE3

rwdp in 

column

new 110Ø pvc sw

ex. sewer pipe

ex. rwdp removed

new rwdp to connect

into ex. as shown

EX. BATH

EX. GARDENERS WC

EX. KITCHEN

EXISTING DOMESTIC 

RESIDENCE

demolish ex. brickwork, 

new screed on ex. patio

floor to match internal ufl.

new aluminium framed s/door

as per schedule

make good to match ex.

remove ex. door, brick up &

NEW ENTRANCE

HALL

1365 C/C
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EXISTING POOL

remove ex. p.c balustrades

new s/steel to comply Part M & D

ex. p.c. column removed

ex. p.c. column removed

EX. STEPS INTO

POOL

new s/steel to comply Part M & D

new s/steel to comply Part M & D

new 75Ø pvc rwdp &

50Ø pvc waste pipe

in column

to connect into ex.

ex. pvc stormwater pipe

ex.
ex. sewer pipe

mh

ex. sewer pipe
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EX. MAIN DWELLING
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ex. 1.8m high

brick pier
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STAIR NOTE :

RISERS : 170mm max

TREADS : 250mm min

ex. window removed

new window as

per schedule

remove ex. window, brick up &

make good to match ex.

+0.500 0.00

+0.500

0.00

new raised walkway - floor level as

per ex. patio-500mm high

new r.c. steps

riser : 170mm

treads : 300mm
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ex.svp

new 110Ø pvc

svp from above

ie

new 110Ø pvc

OPEN PLAN

LOUNGE / DINING / ENTERTAINMENT 

PRAYER
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STAIR NOTE :

RISERS : 170mm max

TREADS : 250mm min

1340

5115 1530

NOTE:

all 50Ø pvc waste pipes

to be cast in slab
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300
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f/bore
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rwdp in 

bwk

rwdp in 

bwk

new 75Ø pvc rwdp &

50Ø pvc waste pipe

in brick column

new gully

tiered prayer shrine

& planter to details

s/steel balustrading mounted

on r.c. upstand / downstand

beam to eng details - o/a

height 1050mm

non slip tiles on screed to falls

on approved waterproofing

by specialist
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line of 300mm roof

overhang above

200mm overhang

200mm overhang
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NEW TOOL

STORE
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2175 110
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BEDROOM

GROUND STOREY
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FIRST STOREY - ANCILLARY UNIT
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f/bore

f/bore

f/bore

(Derbigum SP4mm) o.e.a.

torch on waterproofing

by specialist on screed to fall

to channel on r.c. slab all

to engineers details

fall

fall

fall fall

fall fall

50Ø pvc vent from

whb in prayer area

500mm wide channel

create in screed

r.c. perimeter upstand beam

to engineers details
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SOLAR

geyser

PANEL

NORTH WEST ELEVATION

AA

SECTION A - A

SOUTH EAST ELEVATION

NORTH EAST ELEVATION

SOUTH WEST ELEVATION

ROOF STOREY (fulbore s.o.p)

1 : 100

(Derbigum SP4mm) o.e.a.

torch on waterproofing

by specialist on screed to fall

to channel on r.c. slab all

to engineers details

s
i
d
e
 
b

o
u
n

d
a
r
y

windows as per schedule

s/steel baulstrading to comply

Part M - 1050mm from

ffl of balcony

screed to falls to f/bore outlet

as indcated on plan

r.c column with rwdp

built in. plastered & painted

with 10mm recessed plaster

band equally spaced.

EX. POOL

ex. surface bed

ex. foundations

new r.c. foundation

to eng. details

OPEN PLAN LOUNGE/

DINING / KITCHEN

BALC

EX. DOMESTIC

QUARTERS

remove ex. windows

demolish ex. brickwork, 

new screed on ex. patio

floor to match internal ufl.

s/steel baulstrading to comply

Part M - 1050mm high

r.c. slab to eng. details

ex. roof to be removed

in its entire

SOFFIT OF ROOF SLAB

FIRST STOREY

GROUND STOREY
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0
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1 : 100

r.c. beams to eng. details

SOFFIT OF ROOF SLAB

FIRST STOREY

GROUND STOREY

line of ex. parapet

line of ex. roof to be 

removed

ex. plaster & paint

ex. bdy wall
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r.c column with rwdp

built in. plastered & painted

with 10mm recessed plaster

band equally spaced.

s/steel baulstrading to comply

Part M - 1050mm from

ffl of balcony

remove ex. window, brick up &

make good to match ex.

fgl / ngl

fgl / ngl

fgl / ngl

fgl / ngl

fgl / ngl

fgl / ngl

fgl / ngl

fgl / ngl

r.c. beam to eng. details

plastered & painted

plaster & paint

windows as per schedule

ex. roof removed in its entire

r.c column  plastered &

painted with 10mm

recessed plaster band

equally spaced.

ex.window

new plinth wall - same height

as per existing.

ex. p&p

ex. vent

1 : 100

1 : 100

1 : 100

1 : 100
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ex. bdy wall

r.c column with rwdp

built in. plastered & painted

with 10mm recessed plaster

band equally spaced.

s/steel baulstrading to comply

Part M - 1050mm from

ffl of balcony

windows as per schedule

NOTE:

ex. tiled roof to be

removed in its

entire
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windows as per schedule

plaster & paint

ex. window

ex. vp

ex. bdy wall

SOFFIT OF ROOF SLAB
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GROUND STOREY
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100Ø pvc svp

r.c. beam to eng. details

plastered & painted

ex.p&p

engineer to allow 50Ø pvc

sleeve in beam - approx. 120mm 

above top of r.c. slab

2500

s/steel baulstrading to comply

Part M - 1050mm high

remove ex. window, brick up &

make good to match ex.

ex. window removed

new as shown

HOT & COLD WATER RETICULATION

1 : 50

22Ø RM from below

geyser in 

roof space
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NOTE:

All dropper pies to fittings

to be 13mmØ copper pipes

BATH

W01

W02

W03

U/SIDE OF LINTOL

U/SIDE OF LINTOL

U/SIDE OF LINTOL

4 OFF

W04

TYPE OF GLASS : CLEAR DOUBLE

FRAME : EPOXY POWDER COATED BRONZE ALUMINIUM

AREA : 7.56msq 

U/SIDE OF LINTOL

THICKNESS : T/SAFETY GLAZING BY SPECIALIST

2
1
0
0

TOTAL AREA : 5.76msq

WINDOW SCHEDULE 

U/SIDE OF LINTOL

W05

1
8
0
0

1 OFF

U/SIDE OF LINTOL

TYPE OF GLASS : SINGLE CLEAR

FRAME : EPOXY POWDER COATED BRONZE ALUMINIUM

AREA : 0.72msq 

U/SIDE OF LINTOL

6
0
0

THICKNESS : 6.5mm T/SAFETY - OBSCURE

2
1
0
0

1200

1 OFF

1200

TYPE OF GLASS : SINGLE CLEAR

FRAME : EPOXY POWDER COATED BRONZE ALUMINIUM

AREA : 2.1msq 

THICKNESS : 6.5mm T/SAFETY

NOTE :

ALL SHOWER DOORS AND SIDE PANELS TO BE

ALUMINIUM FRAMED WITH 6.5mm THICK

TOUGHENED SAFETY GLASS

TYPE OF GLASS : SINGLE CLEAR

FRAME : EPOXY POWDER COATED BRONZE ALUMINIUM

2
1
0
0

6
0
0

6
0
0

1

2

PANEL 1 : 0.36msq - 4mm THICK CLEAR GLASS

PANEL 2 : 0.72 msq - 6.5mm THICK CLEAR GLASS

1

600 600

TOTAL AREA : 0.72msq

U/SIDE OF LINTOLU/SIDE OF LINTOL

TYPE OF GLASS : SINGLE CLEAR

FRAME : EPOXY POWDER COATED BRONZE ALUMINIUM

AREA : 0.72msq 

U/SIDE OF LINTOL

6
0
0

THICKNESS : 6.5mm T/SAFETY - OBSCURE

2
1
0
0

600

1 OFF

TOTAL AREA : 1.44msq

600

6
0
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75X75mm aluminium post

to match frame

6002400600
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3600

1 OFF

TOTAL AREA : 7.56msq

PROJECTION LINE

2
1
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FIXED

U/SIDE OF LINTOL

W06

1 OFF

900

TYPE OF GLASS : SINGLE CLEAR

FRAME : EPOXY POWDER COATED BRONZE ALUMINIUM

AREA : 3.78msq 

THICKNESS : 6.5mm T/SAFETY

2
1
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0

900
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0
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9
5

5
0

515110

240110

350

brickwork

15mm thick plaster

tile to clients choice

sieved soil slightly

compacted by hand

fulbore outlet

approved torched

on waterproofing

NOTE:

FUBORE TO BE COVERED

WITH 2 LAYERS OF BIDUM CLOTH

WITH MIN, OVERLAP OF 300mm

r.c. slab to engineers details

SECTION - B - B (THROUGH PLANTER / LEDGE)

1 : 10

OWNER`S SIGNATURE:

FASCINE INVESTMENTS 20 c.c. - T/A

ARCHITECTURAL SERVICES c.c

R
.
 
M

.
 
S

N. DIP. ARCH

S.A.C.A.P. - REG NO. STO224

ELECTRICAL:

INTERNAL WATER PIPES:

TO BE 13mmØ COPPER FEED TO FITMENTS

GLAZING TO COMPLY WITH PART N

ALUMINIUM FRAMED WINDOWS AS PER SCHEDULE

WASTE PIPES: 50Ø PVC PIPES

SEWER PIPES: 100Ø PVC PIPES

PLUMBING:

EXTERNAL : 220mm BRICKWORK PLASTERED & PAINTED

INTERNAL  : 110mm  BRICKWORK PLASTERED & PAINTED

TIMBER DOORS TO CLIENTS CHOICE

WINDOWS:

DOORS:

CEILINGS:

reference to boundaries.

the building, all external & internal walls with particular

contractor is responsible for correct setting out of

all work to comply with sans 10400 & l.a. by-laws.

all entrance levels are derived by using local authorities formula.

contractor to use figured dimensions & not to scale of drawings.

& to protect these from damage throughout the duration of works.

contractor to locate & identify existing services on site

GENERAL SPECIFICATIONS

DPM ON WELL COMPACTED POISONED EARTH.

100mm THICK  REINFORCED CONCRETE SLAB ON 250 MICRON

FLOOR FINISH ON MIN 25mm THICK SCREED ON

FLOOR CONSTRUCTION: 

REINFORCED CONCRETE SLAB TO ENG. DETAILS.

FLOOR FINISH ON MIN 25mm THICK SCREED ON

SUSPENDED SLABS: 

ALL EXISTING STORMWATER AND SEWER

PIPES TO BE LOCATED AND VERIFIED

PRIOR TO INSTALLATION OF NEW STORM WATER

AND SEWER LINES ALL TO ENG. DETAILS.

ALL EARTHWORKS TO ENGINEERS DETAILS.

ALL BRICKWORK, LINTOLS, B.O.E, DPC, FILL

TO ENGINEERS DETAILS & SPECIFICATIONS

ALL WORK BY REGISTERED TRADESMAN

ROOF SPECIFICATION :

approved waterproofing on screed to falls to fulbore outlets

on r.c. slab all to engineers details & specifications.

HOT WATER INSULATION :

"isover" o.e.a. classwool snap on pipe

insulation for hot water pipes.

50% of hot water supply to be by solar panel

system by specialist and mounted as per

engineers details.

GENERAL NOTES:

Engineers drawings to take preference over architects drawings.

This drawing to be read in conjunction with the relevant engineers

drawings.

The contractor must verify all dimensions , levels & existing work

before any building work is commenced with. Any discrepancies,

conflicting information or incorrect information must be verified wit~

the architect and architect must be notified in writing immediately

and prior to commencement of such work.

Only figured dimensions no scaling of the drawing.

All notes, descriptions & information on layout drawings must be

accepted as minimum specification.

All building work and materials to comply with National Building

Regulations SANS 10400, Building standards Act (1 03/1977) and

Local Authority Bylaws.

The property owner to appoint a health and safety officer for the

building works.

All demolition, site and building work to comply with health and

safety report by architects and relevant consultants.

This drawing is the property of the architect, is copyright and is to

be returned on completion of the contract.

-  the design of the drainage system is to comply with part p

  of the nbr and any requirements of the relevant local 

-  ww branch drains over 6m long to comply with pp18.4

-  no junctions to drainage pipes are permitted under floors

-  all underground ducts, pipes and vents to be adequately 

  commencment of any drainage instalation and the level 

  verified. any discrepencies are to be reported to the 

-  the sewer sections shown indicate the design intent only

  and are to be verified by the plumbing contractor and any

  discrepencies or proposed alterations are to be reported 

-  the stormwater drainage is to be to the civil engs. detail

-  sanitaty fixtures are to be provided in compliance with the 

  machinery and occupational safety act 6 of 1983 or latest

-  all plumbing and water supply pipes are to be internal or 

  chased into walls. no exposed pipes to the face of the 

-  the muncipal sewer conection point is to be exposed prior to 

  ammendment and nbr

  building unless indicated on the drawings

  section c nbr

  sealed against methane seepage

-  the water supply to comply with  part w nbr

-  ie's are required to all bends and junctions

-  all re's are to comply with pp21 of the nbr

-  all gulley surrounds to be 75mm above ffl

-  waste pipes min 50dia pvc

-  soil pipes are to be min 110dia upvc

  contractor

DRAINAGE AND PLUMBING

  authority and is the responsibility of the plumbering

  engineer prior to commencing the work

  to the engineer prior to commencement of the work

-  all plumbing work to be undertaken by responsible registered

      plumbing contractor.

-  all wc's to be fitted with flushmasters

-  bin area tap to be fitted with removable handle

      for operating purposes.

-  no galvanised piping to be used.

-  the static water pressure at terminal point should

      not exceed 600kpa.

-  all pipes and fittings used to be sabs approved

      and on the jaswic list of approved fittings.

-  overflow from all wc to be to the external

9mm Gypsum boards on suspended system (100mm from

soffit) - fully skimmed allow for approx. 600mm wide x 100mm

high perimeter bulkheads

BRICKWORK LEGEND

EX. WALL TO BE

DEMOLISHED

NEW BRICKWORK

EX. WALL TO REMAIN

SCHEDULE OF AREA : MSQ (ZONING : SR 900)

SITE AREA : 925msq

COVERAGE ALLOWED AT 50% : 462.50msq

F.A.R. ALLOWED                         : 925.00msq

EXISTING COVERAGE 186.360

MAIN BLDG O/B BLDG

62.54

TOTAL

248.90

NEW COVERAGE NIL

30.87 30.87

EXISTING F.A.R.

GROUND STOREY 161.28 (LESS PATIO)

56.86 218.14

FIRST  STOREY NIL

NIL NIL

PROPOSED F.A.R.

GROUND STOREY NIL

2.4 2.40

FIRST  STOREY NIL

NIL 77.78

TOTAL  F.A.R.
298.32msq

 AREA FOR BUILD FEES : 93.410 (including balcony)

TOTAL 186.360

62.54 279.77

TOTAL 161.28

56.86 218.14

TOTAL NIL

2.4 80.18

ANCILLARY UNIT

NIL

NIL

NIL

NIL

77.78

NIL

77.78

NIL

30.87

GEYSER CAPACITY : PER UNIT

POPULATION : 2 PEOPLE

ENERGY DEMAND : 5/W/msq

ENERGY CONSUMPTION : 5 kWh/msq/a

MASS :

115l x 2 people = 230 l

SHC = 4.182kj/kgk (GIVEN AS PER ISO STANDARD)

DELTA = 38° - 20° = 18°

230 l x 4.182kj/kgk x 18k = 17.31MJ

50% = 86.55.1MJ

= 100 l GEYSER 
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