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ALL SPECIFICATIONS TO BE CHECKED WITH ARCHITECTS
OR PRIMI PIATTI REPRESENTATIVE ON SITE.

ALL LIGHT FITTINGS TO BE SPECIFIED BY PRIMI PIATTI
REPRESENTATIVE AND BE FITTED BY LIGHT SPECIALIST.

KITCHEN EQUIPMENT TO BE SPECIFIED BY KITCHEN
SPECIALIST.
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Steping retaining wall to retain well
compacted soil sloping at 1:20 fall
engineer's detail.
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COLOUR HARDENER: It is a granolithic concrete materil that strengthens and
                                         colours concrete floors. Available in a variety of colours.

    FLOORCRETE:            A coloured cement-based, self leveling floor covering for
                                         application onto rolled or wood floated concrete floor
                                         slab or screed. 2mm thickness.

    POOLCRETE:              Is an integrally reinforced, waterproof, coloured cement-
                                         based concrete mixture that creates a beautifully smooth
                                         finish. It provides a 7mm thick smooth plaster finish.

   *ALL ABOVE PRODUCTS SUPPLIED BY CEMCRETE KZN
     (daverose@cemcrete.co.za)OR EQUALLY APPROVED.

    LOCAL STONE:           To be identified in and around the area of the site by
                                         architect, builder and local representative.

    COBBLE STONE         To Architects specifications
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Display Area 5
A: 61.599 m2

Cobble Stone
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A: 61.613 m2
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O.R TAMBO MEMORIAL

GROUND FLOOR PLAN

Stone Cladded Retaining wall reduction02/ 08/ '13001
Paving surfaces16/ 08/ '13002
Berm indicated as per engineer28/ 08/ '13003
Ponds 2,4 & 8 replaced with cobbles28/ 08/ '13004
Length of walkway shortened28/ 08/ '13005
Stone walls omitted28/ 08/ '13006

Platform behind podium area omitted28/ 08/ '13007
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