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Existing Chimneys to be Demolished and Removed

Klip - Lok 700 roof sheeting of colour Heritage
Red to upper side, on 76 x 50 SA pine purlins at
±600mm centers on sisaltion on gangnailed
treated timber trusses (To Eng's Detail). Hoop
iron straps (30mm x 1.2mm) built into wall
600mm deep

Existing Rainwater Goods to be Removed and
Replaced with 85 x 85mm Aluminium
continuous OGEE gutter system complete with
75 x 50mm Aluminium downpipes

?

Allow for repairs or replacement of damaged roof
trusses and purlins, subject to Engineers report

Existing Rainwater Goods to be Removed and
Replaced with 85 x 85mm Aluminium continuous

OGEE gutter system complete with 75 x 50mm
Aluminium downpipes

Facebrick Walls to be Repaired where Required and
Steam Cleaned

Klip - Lok 700 roof sheeting of colour Heritage Red to
upper side, on 76 x 50 SA pine purlins at ±600mm

centers on sisaltion on gangnailed treated timber
trusses (To Eng's Detail). Hoop iron straps (30mm x

1.2mm) built into wall 600mm deep

?

Walls -Existing plastered walls and concrete
beams: - Existing paint to be removed and
where necessary cracks and holes to be filled
with suitable stopping or patching plaster,
washed down to receive the finishing. Primer
Plascon Bonding Liquid, and finished off with
Plascon Wall and All Dune Product Code WAA
82

Flashing Ridge and Hipcap - 0.6 mm thick 55%
Aluminium-Zinc Alloy coated steel in Matching
Colours

Plinth Expresion - Remove Existing Concrete
Plaster,Re-Plaster 50mm Thick,Primer Plascon
Bonding Liquid, and finished off with Plascon
Wall & All Terra Cotta Product Code WAA

n.g.l

n.g.l

f.f.lf.f.l

?

Plaster and Painted

Existing Chimneys to be Demolished and Removed

Existing Windows to be
Removed Brick up and
Plaster and Painted

Klip - Lok 700 roof sheeting of colour Heritage
Red to upper side, on 76 x 50 SA pine purlins at
±600mm centers on sisaltion on gangnailed
treated timber trusses (To Eng's Detail). Hoop
iron straps (30mm x 1.2mm) built into wall
600mm deep

Existing Rainwater Goods to be Removed and
Replaced with 85 x 85mm Aluminium
continuous OGEE gutter system complete with
75 x 50mm Aluminium downpipes

?

Remove Existing Door and Replace with New as
per Shedules

?

Klip - Lok 700 roof sheeting of colour Heritage Red to
upper side, on 76 x 50 SA pine purlins at ±600mm

centers on sisaltion on gangnailed treated timber
trusses (To Eng's Detail). Hoop iron straps (30mm x

1.2mm) built into wall 600mm deep

Existing Rainwater Goods to be Removed and
Replaced with 85 x 85mm Aluminium continuous

OGEE gutter system complete with 75 x 50mm
Aluminium downpipes

Nutec Fascia - Finish with Plascon Wall and All Terra
Cotta Product Code WAA

Flashing Ridge and Hipcap - 0.6 mm thick 55%
Aluminium-Zinc Alloy coated steel in Matching
Colours

Plinth Expresion - Remove Existing Concrete
Plaster,Re-Plaster 50mm Thick,Primer Plascon
Bonding Liquid, and finished off with Plascon
Wall & All Terra Cotta Product Code WAA
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New Sewer Line, Existing Sewer Lines, Waste Water Pipes
to be Demolished/Removed and Blanked Off.
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Existing Step to
be Steam Cleaned

Existing Steps to
be Steam Cleaned

Sink

wc
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shw

?

?

n.g.l

n.g.l

f.f.lf.f.l

Brick Up Existing Opening plaster and Paint
Brick Up Existing Opening plaster and Paint

Wallplate

Plaster and Painted

Existing Chimneys to be Demolished and Removed
Existing Chimneys to be Demolished and Removed

Existing Rainwater Goods to be Removed and
Replaced with 85 x 85mm Aluminium continuous

OGEE gutter system complete with 75 x 50mm
Aluminium downpipes

Klip - Lok 700 roof sheeting of colour Heritage Red to
upper side, on 76 x 50 SA pine purlins at ±600mm

centers on sisaltion on gangnailed treated timber
trusses (To Eng's Detail). Hoop iron straps (30mm x

1.2mm) built into wall 600mm deep

Facebrick Walls to be Repaired where Required and
Steam Cleaned

Klip - Lok 700 roof sheeting of colour Heritage
Red to upper side, on 76 x 50 SA pine purlins at
±600mm centers on sisaltion on gangnailed
treated timber trusses (To Eng's Detail). Hoop
iron straps (30mm x 1.2mm) built into wall
600mm deep

Existing Rainwater Goods to be Removed and
Replaced with 85 x 85mm Aluminium
continuous OGEE gutter system complete with
75 x 50mm Aluminium downpipes

Klip - Lok 700 roof sheeting of colour Heritage
Red to upper side, on 76 x 50 SA pine purlins at
±600mm centers on sisaltion on gangnailed
treated timber trusses (To Eng's Detail). Hoop
iron straps (30mm x 1.2mm) built into wall
600mm deep

Walls -Existing plastered walls and concrete
beams: - Existing paint to be removed and
where necessary cracks and holes to be filled
with suitable stopping or patching plaster,
washed down to receive the finishing. Primer
Plascon Bonding Liquid, and finished off with
Plascon Wall and All Dune Product Code WAA
82

Flashing Ridge and Hipcap - 0.6 mm thick 55%
Aluminium-Zinc Alloy coated steel in Matching
Colours

Plinth Expresion - Remove Existing Concrete
Plaster,Re-Plaster 50mm Thick,Primer Plascon
Bonding Liquid, and finished off with Plascon
Wall & All Terra Cotta Product Code WAA

Remove Existing StepsRemove Existing Steps
Demolish Existing Stairs
and Provide New Ramp

n.g.l
n.g.l

f.f.l f.f.l

Existing Chimneys to be Demolished and Removed

Klip - Lok 700 roof sheeting of colour Heritage
Red to upper side, on 76 x 50 SA pine purlins at
±600mm centers on sisaltion on gangnailed
treated timber trusses (To Eng's Detail). Hoop
iron straps (30mm x 1.2mm) built into wall
600mm deep

?

Existing Rainwater Goods to be Removed and
Replaced with 85 x 85mm Aluminium
continuous OGEE gutter system complete with
75 x 50mm Aluminium downpipes

Klip - Lok 700 roof sheeting of colour Heritage Red to
upper side, on 76 x 50 SA pine purlins at ±600mm

centers on sisaltion on gangnailed treated timber
trusses (To Eng's Detail). Hoop iron straps (30mm x

1.2mm) built into wall 600mm deep

Nutec Fascia - Finish with Plascon Wall and All Terra
Cotta Product Code WAA

?

Walls -Existing plastered walls and concrete beams:
- Existing paint to be removed and where necessary
cracks and holes to be filled with suitable stopping or

patching plaster, washed down to receive the
finishing. Primer Plascon Bonding Liquid, and

finished off with Plascon Wall and All Dune Product
Code WAA 82

Flashing Ridge and Hipcap - 0.6 mm thick 55%
Aluminium-Zinc Alloy coated steel in Matching

Colours

Plinth Expresion - Remove Existing Concrete
Plaster,Re-Plaster 50mm Thick,Primer Plascon
Bonding Liquid, and finished off with Plascon
Wall & All Terra Cotta Product Code WAA

Plinth Expresion - Remove Existing Concrete
Plaster,Re-Plaster 50mm Thick,Primer Plascon

Bonding Liquid, and finished off with Plascon Wall &
All Terra Cotta Product Code WAA
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