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Concrete Ramp to
Engineers Designs

Klip - Lok 700 roof sheeting of
colour Heritage Red to upper side,
on Steel Structured Roof to
Engineers Designs

100x100x5mm square hollow
section galvanized & painted to
spec

178x102x3.5mm I-section

New 600x200 Concrete
Foundations to Engineers Designs
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18.60 m²

Chemical Store
?

New 330mm Concrete Infill
Retaining Wall (Roan Satin) to
Engineers Designs

New 1000x300 Concrete
Foundations to Engineers Designs

Klip - Lok 700 roof sheeting of
colour Heritage Red to upper side,
on Steel Structured Roof to
Engineers Designs

150x65x20x2,5mm lipped channel

225x15mm fascia board fixed to
Lipped Channel

178x102x3.5mm I-section

new 100mm Thick concrete surface bed
on 250 micron damp-proofing on sand blinding
on compacted fill and finished with Screed
 All strictly to eng's details. Soil Poisoned
in accordance with SABS 1165 for soil poisoning
certificate to be supplied.

d.p.c d.p.c

110mm Slotted HDPE Pipe
to Engineers Designs

80mm thick "G" block paving
on 50mm thick sand blinding

on compacted poisoned earth fill.
To Engineers Designs
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Klip - Lok 700 roof sheeting of
colour Heritage Red to upper

side, on Steel Structured Roof to
Engineers Designs

150x65x20x2,5mm lipped
channel

178x102x3.5mm I-section

100x100x5mm square hollow
section galvanized & painted to
spec

Concrete Footings to
Engineers Designs80mm thick "G" block paving

on 50mm thick sand blinding
on compacted poisoned earth fill.

To Engineers Designs
Stormwater - to Engineers Designs

Klip - Lok 700 roof sheeting of
colour Heritage Red to upper side,
on Steel Structured Roof to
Engineers Designs

Klip - Lok 700 roof sheeting of
colour Heritage Red to upper side,
on Steel Structured Roof to
Engineers Designs

Klip - Lok 700 roof sheeting of
colour Heritage Red to upper side,
on Steel Structured Roof to
Engineers Designs

New 330mm Concrete Infill
Retaining Wall (Roan Satin) to
Engineers Designs

New 1000x300 Concrete
Foundations to Engineers Designs

New 330mm Concrete Infill
Retaining Wall (Roan Satin) to
Engineers Designs

New 1000x300 Concrete
Foundations to Engineers Designs

New 600x200 Concrete
Foundations to Engineers

Designs

100x100x5mm square hollow
section galvanized & painted to
spec

100x100x5mm square hollow
section galvanized & painted to
spec

Ramp

Ramp

Ramp

Concrete Walkway

Kerbing
Kerbing

Face Brick on Edge
Roan Satin

Face Brick on Edge
Roan Satin

Steel Structure to Engineers Design

Concrete Base to Engineers Design
230mm Retaining Wall

Concrete Footing

BRAITHWAITE WATER TANK

Compacted and Backfilled

80x80x6 RSA

100x100x12 RSA

16mm Thick Baseplate

Stub Columns
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