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1 300

150mm diameter timber pole.

100mm diameter timber pole.

25mm radius woven timber.

40mm diameter timber pole.

NOTE:
All poles to be debarked
wattle standards 105mm to
200mm diameter as the
vertical element. The
vertical sub-standards are
40mm to 50mm in
diameter as the warps.
The horizontal wefts of
30mm to 40mm are split
and woven between the
wattle uprights. All wattle
to be debarked when wet
by hammering the surface
and poles to be treated
with 2 coats of  Boron
wood preservative.
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1 4201 4201 420 1500

15mm radius woven timber.

180mm diameter timber pole.

100mm diameter timber pole.

40mm diameter timber pole.

A

A

B

B

BD

A

Water Tank:
d: 1420mm x
h: 1300mm

D

CATTLE PEN
AREA: 132m²

SHEEP PEN
AREA: 50m²

CHICKEN PEN
AREA: 34m²

STORAGE
AREA: 17m²

Water Tank:
d: 1420mm x
h: 1300mm

Water Tank:
d: 1420mm x
h: 1300mm

Water Tank:
d: 1420mm x
h: 1300mm
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Corrugated slope iron roof @ 2° slope. 150mm x 44mm timber roof structure.180mm diameter timber pole.
100mm diameter timber pole.

180mm diameter timber pole.
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180mm diameter timber pole.
100mm diameter timber pole.

Corrugated slope iron roof @ 2° slope.150mm x 44mm timber roof structure.

15mm radius woven timber.
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180mm diameter timber pole.
100mm diameter timber pole.

Corrugated slope iron roof @ 2° slope.

150mm x 44mm timber roof structure.

15mm radius woven timber.
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Corrugated slope iron roof @ 2° slope.

15mm radius woven timber.

100mm diameter timber pole.
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180mm diameter timber pole.
100mm diameter timber pole. Corrugated slope iron roof @ 2° slope.

150mm x 44mm timber roof structure.

15mm radius woven timber.

2 
50

2

1 
47

0
33

030
0

15
0

15
2

10
0

2 
10

0

1 
75

5
34

5

180mm diameter timber pole.
100mm diameter timber pole.

Corrugated slope iron roof @ 2° slope.

150mm x 44mm timber roof structure.

15mm radius woven timber.
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1 17/09/2012 - Spikes omitted.
- Poles increased to project 350mm
higher than the fence and Barbwire
added.

TO BE READ IN CONJUNCTION WITH DRAWING NO.
BIZ/ORTH-1001-WD

2

- Barb wire removed on 1800 wall
- Poles staggered
-Wattle spelling corrected
- Kraal drawing updated to reflect
latest design

19/09/20122

3 19/02/2013 - Perimeter fence removed.

KRAAL DETAIL
TO BE READ IN CONJUNCTION WITH DRAWING NO.
BIZ/ORTH-1001-WD


