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ORIGINAL JL DUBE
FAMILY HOME

EXISTING
RONDAVEL
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600mm high facebrick wall, Red facebrick to match
existing house brick.

High density anti-climbing and anti-cut pressed mesh
panel fencing 1,5m high, formed of 4mm diameter
horizontal and 4mm diameter vertical high tensile wires
galvanised with alu-galv coating with aperture size 76,2mm
x 12,7mm and reinforcing V-section ribs, bolted with
vandal resistant bolts and clamping plates to 85 - 45mm
Taper locking posts.

Taper locking post 1,8m high including Locking Recess
Mechanism at 3,382m centres with sealed end caps and
30 x 3mm x 250mm long angle section base anchors with
posts

In-situ concrete coping to Structural Engineer's details and
specifications.
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Concrete footing to Structural Engineer's details.

Facebrick wall, Red facebrick to match existing house
brick, to be 85mm lower than the stub colunm.

700

High density anti-climbing and anti-cut pressed mesh
panel fencing 1,5m high, formed of 4mm diameter
horizontal and 4mm diameter vertical high tensile wires
galvanised with alu-galv coating with aperture size 76,2mm
x 12,7mm and reinforcing V-section ribs, bolted with
vandal resistant bolts and clamping plates to 85 - 45mm
Taper locking posts.

Taper locking post 1,8m high including Locking Recess
Mechanism at 3,382m centres with sealed end caps and
30 x 3mm x 250mm long angle section base anchors with
posts

In-situ concrete coping to Structural Engineer's details and
specifications.
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High density anti-climbing and anti-cut pressed mesh
panel fencing 1,5m high, formed of 4mm diameter
horizontal and 4mm diameter vertical high tensile wires
galvanised with alu-galv coating with aperture size 76,2mm
x 12,7mm and reinforcing V-section ribs, bolted with
vandal resistant bolts and clamping plates to 85 - 45mm
Taper locking posts.

Taper locking post 1,8m high including Locking Recess
Mechanism at 3,382m centres with sealed end caps and
30 x 3mm x 250mm long angle section base anchors with
posts
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600mm high facebrick wall, Red facebrick to match
existing house brick.

Taper locking post 1,8m high including Locking Recess
Mechanism at 3,382m centres with sealed end caps and
30 x 3mm x 250mm long angle section base anchors with
posts

Castle spike: 2mm thick toughened steel by 100mm high
coated with hot deep galvanising.

76 x 76 x 3mm Square tube

In-situ concrete coping to Structural Engineer's details and
specifications.
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Taper locking post 1,8m high including Locking Recess
Mechanism at 3,382m centres with sealed end caps and
30 x 3mm x 250mm long angle section base anchors with
posts

76 x 76 x 3mm Square tube

50 x 100 x 3mm Square tube for bracing above.

ITEM DESCRIPTION

WIRE Ø
COATING
MESH TYPE
MESH SIZE
MESH QTY

1QTY
Ø3mm

CLEAR VU
1848mm HIGH x 1732mm WIDE
3

GATE FRAME 76x76x3mm SQUARE TUBE

GATE PORTAL 76x76x3mm SQUARE TUBE
LOCKING DEVICE

GATE GUIDE
GATE WHEEL
GATE RAIL

30mm x 5mm FLAT BAR WITH Ø14mm
HOLE TO ACCOMMODATE PAD LOCK.

50x5mm FLAT BAR
Ø80mm GATE WHEEL
Ø16mm ROUND BAR, FIXED TO 100x50mm
CHANNEL, WITH FISH TAILS.

GATE POST 76x76x3mm SQUARE TUBE

BASE PIN 50x50x5mm ANGLE IRON

HOT DIP GALV, THEN MFB.

TOPPING COCHRANE CASTLE SPIKE: 2mm THICK
TOUGHENED STEEL 100mm HIGH
COATING: HOT DIP GALVANIZED.

Concrete footing to Structural Engineer's details.

600mm high facebrick wall, Red facebrick to match
existing house brick.

Taper locking post 1,8m high including Locking Recess
Mechanism at 3,382m centres with sealed end caps and
30 x 3mm x 250mm long angle section base anchors with
posts

76 x 76 x 3mm Square tube

50 x 100 x 3mm Square tube for bracing above.

In-situ concrete coping to Structural Engineer's details and
specifications.
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0. SITE PLAN - ORIGINAL JL DUBE FAMILY HOME 1:200

D-01 FENCE DETAIL - ELEVATION 1:25

D-01 FENCE DETAIL - SECTION 1:25

D-01 FENCE DETAIL - PLAN 1:25

G-01 GATE DETAIL - ELEVATION 1:25

G-01 GATE DETAIL - PLAN 1:25

G-01 GATE DETAIL - SECTION 1:25G-02 PEDESTRIAN GATE - ELEVATION 1:25

1 18/09/2012 - Sports pavilion repositioned.

4

Boundary line as per municipality.

Existing Rondavel

LEGEND

Original JL Dube Family home

Existing structure on site.

Cadastrals as supplied by Municipality.

Cadastrals as supplied by Land
Surveyor.

2 05/11/2012 - Proposed building omitted.

3 14/02/2013 - Existing vehicular access on site
shown and Gate datails shown.
- Parking omitted.

    GATE SPECIFICATION

4 26/03/2013 - Low wall has been corrected to one
brick-course lower than the coping on
the stub colunm.


