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EX. RECESS TO BE BRICKED UP
AND MADE FLUSH

PART BRICKWORK TO BE DEMOLISHED
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PART BRICKWORK TO BE DEMOLISHED
TO ACCOMMODATE NEW DOOR

EX. WINDOW REMOVED.
OPENING TO BE BRICKED
UP & MADE GOOD
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EX. WINDOW & BRICKWORK REMOVED
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NEW STUDY
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KITCHEN

EX WINDOW REMOVED. OPENING
TO BE BRICKED UP & MADE GOOD

21
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NEW ALUMINIUM WINDOW
AS PER WINDOW SCHEDULE

NEW CONCRETE ROOF TILES ON TIMBER
BATTENS AT SUITABLE CENTERS ON SUITABLE
ROOF UNDERLAY ON TIMBER ROOF STRUCTURE
TO ENGINEER`S DETAILS. ROOF TO HAVE PVC
GUTTERS AND DOWNPIPES WITH PAINTED
FIBRE CEMENT FASCIA`S & BARGE BOARDS

NEW CONCRETE BLOCK & BEAM ROOF
SLAB TO STRUCTURAL ENGINEER`S
DETAILS WITH WATERPROOFING ON
SCREED LAID TO FALLS TO OUTLET

EX. ROOF TO BE DEMOLISHED

MESH REINFORCED CONCRETE SURFACE
BED SLAB, ON DAMP PROOF MEMBRANE,
ON POISONED COMPACTED SOIL ALL TO
STRUCTURAL ENGINEER'S DETAILS.

ALL REINFORCED CONCRETE SLABS,
BEAMS, COLUMNS & FOUNDATIONS
TO STRUCTURAL ENGINEER'S DETAIL.

EX. TIMBER WINDOWS REPLACED
WITH NEW ALUMINIUM WINDOW
AS PER WINDOW SCHEDULE

BRICKWORK RAISED TO
ACCOMMODATE NEW ROOF

WALLPLATE 33 245

30
00

EX. FL 30 245

NEW FLOOR SLAB TO BE RAISED TO MATCH
FLOOR SLAB HEIGHT OF EX. BUILDING.
MESH REINFORCED CONCRETE SURFACE
BED SLAB, ON DAMP PROOF MEMBRANE,
ON POISONED COMPACTED SOIL ALL TO
STRUCTURAL ENGINEER'S DETAILS.

MESH REINFORCED CONCRETE SURFACE
BED SLAB, ON DAMP PROOF MEMBRANE,
ON POISONED COMPACTED SOIL ALL TO
STRUCTURAL ENGINEER'S DETAILS.

ALL REINFORCED CONCRETE SLABS,
BEAMS, COLUMNS & FOUNDATIONS
TO STRUCTURAL ENGINEER'S DETAIL.
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NEW
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NEW FLUSH
PLASTER CEILING

NEW FLUSH
PLASTER CEILING

EX. TIMBER WINDOW REMOVED.
PART OPENING TO BE BRICKED
UP & MADE GOOD

NEW ALUMINIUM WINDOW
AS PER WINDOW SCHEDULE

LINE OF ROOF SHOWN DASHED ABOVE

EX. ROOF TO BE DEMOLISHED

EX. ROOF TO BE DEMOLISHED

NEW CONCRETE BLOCK & BEAM
ROOF SLAB SHOWN DASHED BEHIND

U/S SLAB 32 645

LINTEL

FL 30 245

NEW CONCRETE ROOF TILES ON TIMBER
BATTENS AT SUITABLE CENTERS ON SUITABLE
ROOF UNDERLAY ON TIMBER ROOF STRUCTURE
TO ENGINEER`S DETAILS. ROOF TO HAVE PVC
GUTTERS AND DOWNPIPES WITH PAINTED
FIBRE CEMENT FASCIA`S & BARGE BOARDS

21
0024
00

SMOOTH PLASTER & PAINT TO
WALLS TO MATCH EXISTING

EX. TIMBER WINDOW REMOVED.
PART OPENING TO BE BRICKED
UP & MADE GOOD

NEW ALUMINIUM WINDOW
AS PER WINDOW SCHEDULE

BRICKWORK RAISED TO
ACCOMMODATE NEW ROOF

NEW ALUMINIUM WINDOW
AS PER WINDOW SCHEDULE

NEW ALUMINIUM WINDOWS
AS PER WINDOW SCHEDULE

EX. ROOF TO BE DEMOLISHED

SMOOTH PLASTER & PAINT TO
WALLS TO MATCH EXISTING

NEW CONCRETE BLOCK & BEAM
ROOF SLAB SHOWN DASHED BEHIND

NEW CONCRETE ROOF TILES ON TIMBER
BATTENS AT SUITABLE CENTERS ON
SUITABLE ROOF UNDERLAY ON TIMBER
ROOF STRUCTURE TO ENGINEER`S
DETAILS. ROOF TO HAVE PVC GUTTERS
AND DOWNPIPES WITH PAINTED FIBRE
CEMENT FASCIA`S & BARGE BOARDS

EX WINDOWS REMOVED. OPENINGS
TO BE BRICKED UP & MADE GOOD

EX. WINDOWS REMOVED. OPENINGS
TO BE BRICKED UP & MADE GOOD

EX. GLAZED TIMBER DOUBLE DOOR
REMOVED & REPLACED WITH NEW
ALUMINIUM SHOPFRONT

EX. ROOF TO BE
DEMOLISHED

BRICKWORK RAISED TO
ACCOMMODATE NEW ROOF

EX. TIMBER WINDOWS
REMOVED AND REPLACED
WITH NEW ALUMINIUM
WINDOWS AS PER SCHEDULE

EX. GLAZED TIMBER DOOR
REMOVED AND REPLACED
WITH NEW GLAZED ALUMINIUM
DOOR AS PER SCHEDULE

24
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00 LINTEL EX. TIMBER WINDOW REMOVED
AND REPLACED WITH NEW ALUMINIUM
WINDOW AS PER SCHEDULE

EXTERNAL WALLS TO CONSIST OF TWO SKINS
OF CLAY BRICKS. EXTERNAL FACE OF INNER
SKIN TO BE BAGGED & WATERPROOFED WITH
A SUITABLE BITUMEN PAINT OR EQUAL AND
APPROVED, ALL TO STRUCTURAL ENGINEER`S
DETAILS. WALLS TO BE PLASTERED & PAINTED
BOTH SIDES AS PER SPECIFICATION.

EX. TIMBER WINDOW REMOVED
AND REPLACED WITH NEW
ALUMINIUM WINDOW AS PER
SCHEDULE

EX. GLAZED TIMBER DOUBLE DOOR
REMOVED & REPLACED WITH NEW
ALUMINIUM SHOPFRONT

EX. TIMBER WINDOWS REMOVED AND
REPLACED WITH NEW ALUMINIUM
WINDOWS AS PER SCHEDULE

EX. GLAZED TIMBER DOOR REMOVED
AND REPLACED WITH NEW GLAZED
ALUMINIUM DOOR AS PER SCHEDULE
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REFERENCE  PLAN
1:100
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6.38mm LAMINATED ANNEALED SAFETY GLASS18
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LINTEL

FL

4mm MONOLITHIC ANNEALED GLASS

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :

01

EX. STOREROOM CONVERTED TO BEDROOM

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

580 x 1180 mm O/A, POWDER COATED ALUMINIUM WINDOW,
WITH OPENABLE GLAZED SECTION, ALL TO COMPLY WITH SANS
1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA REQUIREMENTS

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WA

11
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0
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80

480

10
80

0.51m²

LINTEL

T.O.C

6.38mm LAMINATED ANNEALED SAFETY GLASS

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :

02

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

900 x 2080 mm O/A, POWDER COATED ALUMINIUM DOOR,
WITH OPENABLE GLAZED SECTION, ALL TO COMPLY WITH SANS 1263:1,
SANS 10400 PART N, SANS 10137 & AAAMSA REQUIREMENTS

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WB

1.31m²

WINDOW SCHEDULE
1:50

WINDOW SCHEDULE
1:50

EX. STOREROOM CONVERTED TO BEDROOM

LINTEL

FL

4mm MONOLITHIC ANNEALED GLASS

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :

03

EX. STOREROOM CONVERTED TO BEDROOM

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

580 x 1180 mm O/A, POWDER COATED ALUMINIUM WINDOW,
WITH OPENABLE GLAZED SECTION, ALL TO COMPLY WITH SANS
1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA REQUIREMENTS

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WC
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0.51m²

WINDOW SCHEDULE
1:50
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REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :

04

NEW LOUNGE

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

2580 x 1980 mm O/A, POWDER COATED ALUMINIUM SHOPFRONT,
WITH OPENABLE & FIXED GLAZED SECTIONS, ALL TO COMPLY WITH SANS
1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA REQUIREMENTS

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WD
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WINDOW SCHEDULE
1:50
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LINTEL
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REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :
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NEW STUDY

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WE

19
80
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2130

WINDOW SCHEDULE
1:50

10
50

92
0

970 580
2130 x 1050mm O/A, POWDER COATED ALUMINIUM WINDOW,
WITH OPENABLE & FIXED GLAZED SECTIONS, ALL TO COMPLY
WITH SANS 1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA
REQUIREMENTS

0.40m² 0.40m²0.97m²
FIXED

4mm MONOLITHIC ANNEALED GLASS

93
0

LINTEL

FL

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :

06

NEW STUDY

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WF

21
00

580

2095

WINDOW SCHEDULE
1:50

53
0

39
5

935 580
2095 x 530mm O/A, POWDER COATED ALUMINIUM WINDOW,
WITH OPENABLE & FIXED GLAZED SECTIONS, ALL TO COMPLY
WITH SANS 1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA
REQUIREMENTS

4mm MONOLITHIC ANNEALED GLASS

15
70

0.17m² 0.46m² 0.17m²

LINTEL

FL

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :

07

NEW KITCHEN

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WG

21
00

580

2162

WINDOW SCHEDULE
1:50

90
0

77
0

1002 580
2162 x 900mm O/A, POWDER COATED ALUMINIUM WINDOW,
WITH OPENABLE & FIXED GLAZED SECTIONS, ALL TO COMPLY
WITH SANS 1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA
REQUIREMENTS

4mm MONOLITHIC ANNEALED GLASS

12
00

0.34m² 0.34m²0.86m²FIXED

FIXED

LINTEL

FL

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :

08

NEW SERVANT`S QUARTERS

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WH

21
00

580

1600

WINDOW SCHEDULE
1:50

10
50

440 580
1600 x 1050mm O/A, POWDER COATED ALUMINIUM WINDOW,
WITH OPENABLE & FIXED GLAZED SECTIONS, ALL TO COMPLY
WITH SANS 1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA
REQUIREMENTS

4mm MONOLITHIC ANNEALED GLASS

10
50

0.40m²

0.44m²
FIXED

0.40m²

92
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580

LINTEL

FL

4mm MONOLITHIC ANNEALED GLASS

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :

09

NEW EN-SUITE

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

600 x 1200 mm O/A, POWDER COATED ALUMINIUM WINDOW,
WITH OPENABLE & FIXED GLAZED SECTIONS, ALL TO COMPLY WITH
SANS 1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA
REQUIREMENTS

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WJ
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WINDOW SCHEDULE
1:50
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0.30m²

0.21m²
FIXED

LINTEL
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REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :
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EX. WC CONVERTED TO BATHROOM

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WL

21
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1600

WINDOW SCHEDULE
1:50

60
0

440 580
1600 x 600mm O/A, POWDER COATED ALUMINIUM WINDOW,
WITH OPENABLE & FIXED GLAZED SECTIONS, ALL TO COMPLY
WITH SANS 1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA
REQUIREMENTS

4mm MONOLITHIC ANNEALED GLASS
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00

0.20m²
0.24m²
FIXED

0.20m²

LINTEL

FL

4mm MONOLITHIC ANNEALED GLASS

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :
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NEW WC

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

475 x 1200 mm O/A, POWDER COATED ALUMINIUM WINDOW,
WITH OPENABLE & FIXED GLAZED SECTIONS, ALL TO COMPLY WITH
SANS 1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA
REQUIREMENTS

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WK

12
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00

335

475

66
5

WINDOW SCHEDULE
1:50

38
0

0.22m²

0.16m²
FIXED

LINTEL

FL

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :
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EX. DWELLING - EX. SCULLERY & WC CONVERTED TO NEW BEDROOM

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WM

21
00
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1065

WINDOW SCHEDULE
1:50

12
00

433
1065 x 1200mm O/A, POWDER COATED ALUMINIUM WINDOW,
WITH OPENABLE SECTIONS, ALL TO COMPLY WITH SANS 1263:1,
SANS 10400 PART N, SANS 10137 & AAAMSA REQUIREMENTS

4mm MONOLITHIC ANNEALED GLASS
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0

0.47m² 0.47m²

LINTEL

FL

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :

13

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WN
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1700

WINDOW SCHEDULE
1:50

EX. DWELLING - EX. BEDROOM 4
700

1.33m²
FIXED
0.63m²

1700 x 2100 mm O/A, POWDER COATED ALUMINIUM SHOPFRONT,
WITH OPENABLE & FIXED SECTIONS, ALL TO COMPLY WITH SANS
1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA REQUIREMENTS

6.38mm LAMINATED ANNEALED SAFETY GLASS

800 900

0.31m²

0.31m²

LINTEL

FL

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :

14

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WP

19
00

21
00

822

2865

WINDOW SCHEDULE
1:50

EX. DWELLING - EX. LOUNGE
822

FIXED
1.56m²

2865 x 2100 mm O/A, POWDER COATED ALUMINIUM SHOPFRONT,
WITH SLIDING & FIXED SECTIONS, ALL TO COMPLY WITH SANS
1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA REQUIREMENTS

6.38mm LAMINATED ANNEALED SAFETY GLASS

822

1.56m²1.56m²

LINTEL

FL

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :

15

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WQ

19
00

21
00

827

2880

WINDOW SCHEDULE
1:50

EX. DWELLING - EX. DINING
827

FIXED
1.57m²

2880 x 2100 mm O/A, POWDER COATED ALUMINIUM SHOPFRONT,
WITH SLIDING & FIXED SECTIONS, ALL TO COMPLY WITH SANS
1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA REQUIREMENTS

6.38mm LAMINATED ANNEALED SAFETY GLASS

827

1.57m²1.57m²

ADJACENT PROPERTY OWNERS

ERF DESCRIPTION :

SIGNATURE :

NAME :

STREET ADDRESS :

CONTACT NO :

ERF DESCRIPTION :

SIGNATURE :

NAME :

STREET ADDRESS :

CONTACT NO :

ERF DESCRIPTION :

SIGNATURE :

NAME :

STREET ADDRESS :

CONTACT NO :

ERF DESCRIPTION :

SIGNATURE :

NAME :

STREET ADDRESS :

CONTACT NO :

LINTEL

FL

4mm MONOLITHIC ANNEALED GLASS (OPAQUE GLASS)

REFERENCE :

LOCATION :

DESCRIPTION :

FINISH :

16

EX. STOREROOM CONVERTED TO BEDROOM

GLAZING :

FURNITURE &
IRONMONGERY :

NUMBER OFF :

AS PER IRONMONGERY SCHEDULE ( WHERE APPLICABLE)

01

1800 x 600 mm O/A, POWDER COATED ALUMINIUM WINDOW,
WITH OPENABLE & FIXED GLAZED SECTIONS, ALL TO COMPLY
WITH SANS 1263:1, SANS 10400 PART N, SANS 10137 & AAAMSA
REQUIREMENTS

FRAME : POWDER COATED ALUMINIUM
COLOUR : CHARCOAL (CODE TO BE CONFIRMED)

TYPE :

WR
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8020

80
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600

50
0

0.25m²

WINDOW SCHEDULE
1:50

600 600

0.25m²
FIXED

0.25m²

500 500 500

1800

Owner Signature :

Plan No :   04/2022

- Location of boundary pegs to determine site
  boundary is owner`s responsibility.
- All levels and dimensions to be checked on site
  prior to commencement of work by builder.
- ENGINEER TO CERTIFY ALL STRUCTURAL WORK.
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