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BOARD RM BOARD RM RECEPTION 

REGISTAR FILING STAFF LOUNGE

CORPORATE AFFFAIRS ARCHIVE 
ROOM

STAFF LOUNGE

VICE CHANCELLOR, DVC & 
SPECIAL PROJECTS SUPPORT

STAFF LOUNGE

DVC TEACHING /LEARNING & 
RESEARCH INNOVATION SUPPORT

STAFF LOUNGE

Curtain walling to 
specialist. Glass to be 
Charcoal tinted clear float 
laminated Safety Glass or 
better if required  to 
manufacturer's details.

Aluminium screens to 
later detal.

Waterproofing to be 4mm "derbigum sp" finished with two coats of  
"silvakote" bituminous aluminium paint according to manufacturers 
specifications or similar and approved. Concrete roof slab according to 
engineer specifications. Minimum 1:5 screed gradient 

Curtain walling to 
specialist. Glass to be 
Charcoal tinted clear 
float laminated Safety 
Glass or better if 
required  to 
manufacturer's details.

Aluminium screens to 
later detal.

Floors to comply with  part J of SANS 10400: 25 mm thick cement sand 
screed (1:4) on 255 mm concrete (1:3:6) on 250 MICRON. DPM on 
surface bed 20 MPA on hardcore compacted in layers of 150, mm max. 
to 93% mod. aashto.bed. All reinforced concrete beams slabs, 
foundations,  beams and footings to comply with  part H of SANS 10400 
and to structural eng. details and drawings. FFL to be at least 255 mm 
above Natural Ground, all to structural engineer's verification and 
specifications.
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Aluminium screens to 
later detal.

Curtain walling to specialist. Glass to 
be Charcoal tinted clear float 
laminated Safety Glass or better if 
required  to manufacturer's details.
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Waterproofing to be 4mm "derbigum sp" finished with two coats of  
"silvakote" bituminous aluminium paint according to manufacturers 
specifications or similar and approved. Concrete roof slab according to 
engineer specifications. Minimum 1:5 screed gradient 

Waterproofing to be 4mm "derbigum sp" finished with two coats of  
"silvakote" bituminous aluminium paint according to manufacturers 
specifications or similar and approved. Concrete roof slab according to 
engineer specifications. Minimum 1:5 screed gradient 
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Aluminium screens to 
later detal.

Curtain walling to 
specialist. Glass to be 
Charcoal tinted clear float 
laminated Safety Glass or 
better if required  to 
manufacturer's details. Floors to comply with  part J of SANS 10400: 25 mm thick cement sand 

screed (1:4) on 255 mm concrete (1:3:6) on 250 MICRON. DPM on 
surface bed 20 MPA on hardcore compacted in layers of 150, mm max. 
to 93% mod. aashto.bed. All reinforced concrete beams slabs, 
foundations,  beams and footings to comply with  part H of SANS 10400 
and to structural eng. details and drawings. FFL to be at least 255 mm 
above Natural Ground, all to structural engineer's verification and 
specifications.
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DUT NEW ADMIN BLOCK

FOR APPROVAL

GENERAL NOTES:
GLAZING
Markers on sliding doors
0-0.75m=3mm glass 0.75-1.5m=4mm glass
1.5-2.0m=5mm glass 4mm obscure glass to 
bathrooms
Glazing  as per  Part N of NBRꞏ 375 micron DPC in all walls 
and window cill

DISCLAIMER:
This drawing is copy right protected and may not be disclosed to 

a third party and\or copied or reproduced in whole or in part 
without the written permission from the Architect and is for use 

on this project and site only. All figure dimensions in 
meter/millimeters and are to be read and  not be scaled. This 

drawing to be read in conjunction with all other project drawings.  
All dimension to be verified by Architect on site before setting 

out. Contractor responsible  for the correct set out of the building 
and all external and internal wall with particular reference to 
boundaries, building line  etc. Dimensions and level must be 

checked on site prior to building.Contractor to inspect the 
approval plan and local authorities requirements before 

construction commences.Report all discrepancies to Architect.
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STAGE 3

NEW DUT ADMIN BLOCK

GROUND FLOOR

TOTAL FLOOR AREA 

FIRST FLOOR

SECOND FLOOR

THIRD FLOOR

FOURTH FLOOR

FIFTH FLOOR

2041.27 m2

1396.41 m2

1799.15 m2

557.9 m2

557.9 m2

1799.15 m2

GROSS BUILDING AREA 8191.78 m2

PAPA JOES

GROUND FLOOR

TOTAL FLOOR AREA 

338.56 m2

FIRST FLOOR

SECOND FLOOR

GROSS BUILDING AREA 1004.16 m2

332.80 m2

332.80 m2

GUARD HOUSE

GROUND FLOOR

TOTAL FLOOR AREA 

15.73 m2

GROSS BUILDING AREA 15.73 m2
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