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Ex. alum. shopfronts to be removed.
openings to be bricked, plastered & painted

Ledge to be restored

Ex. ledge to remain

Ex. windows to be removed. openings
to be bricked, plastered & painted

Ex. facebrick to remain

Corbelled brick plinth to be
to match existing.

Side cladding ibr 686 using 0.8mm aluminum color to the
narrow flute color to be bright silver. all to be installed in
accordance to manufactures instructions.

Plaster & paint

89
40

SOUTH EAST ELEVATION
1:200

Part of existing office
block to be demolished
acc. to eng's detail

Existing warehouse roof behind

Plaster & paint

Ex. facebrick to remain

13987

New MH 7

12.44

3.50

New MH 5

Plaster and paint, wall and beam.
Existing roller shutter door to be removed and
bricked up. all work to match that of the existing

New sun screen ,z-section aluminium by specialists.
existing windows behiind sunscreen to be replaced
with aluminium windows openings as orginal

Entrance area as per drawing sd 04.
metal gate on rollers  and fix to steel post, all as per
engineers details. gatehouse to match existing building

Existing roof to be made smaller roof
sheeting 0,8 mm aluminium 9017 alloy g4
color-tech. as per manufacturers details.

Existing brick corbelled plinth

321 654

New block wall,
plaster & paint

Ledge to be restored

Existing brick corbelled pier

Corbelled brick plinth to be
reinstated to match existing.

Corbelled brick pier to be
restored to match existing.

Ex.steel cladding to be removed,
wall to be  plastered & painted

Facebrick to match existing
2

9

6 OFFICE GROUND
FLOOR LEVEL

OFFICE FIRST
FLOOR LEVEL

OFFICE BLOCK
PARAPET WALL LEVEL

12.44

8.30

3.71

Proposed guard house

Ø100 pvc sewer
1:40
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Polycarbonate translucent sheeting sheeting to have
80% transmission rate. comply with Part O of SANS

WAREHOUSE
FLOOR LEVEL

OFFICE FIRST
FLOOR LEVEL

PARAPET WALL LEVEL

58
00

Z - section aluminum
sun screen to
specialist's detail

NORTH EAST ELEVATION
1:200

Facebrick

Plaster & paint

Facebrick to match existing

Steel canopy - 0.8mm aluminum 9017 alloy g4 color-tech using klip-tite
concealed fix roof sheeting supported by gms purlins to eng's detail. all
to be installed in accordance to manufacturers instructions.

12.44

MH 3MH 4MH 5MH 7

8.30

3.50

Existing sewer line
connected to main
municipal line

Plaster and paint

Industrial roller shutter
doors by specialist

13
50

32
00

L BKM J GH F CDE A

Existing asbestos roof sheeting to be removed, discarded by approved asbestos removal
contractor & replaced with  0.8mm aluminum 9017 alloy g4 color-tech using klip-tite concealed
fix roof sheeting to engs detail. All to be installed in accordance to manufactured instructions.

New brickwork to be plastered & painted

Polycarbonate translucent sheeting sheeting to have
80% transmission rate. comply with Part O of SANS

Existing roof to be made smaller roof
sheeting 0,8 mm aluminium 9017 alloy g4
color-tech. as per manufacturers details.

Side cladding ibr 686 using 0.8mm aluminum color to the
narrow flute color to be bright silver. all to be installed in
accordance to manufactures instructions.

New facebrick wall
to loading bays.

OFFICE GROUND
FLOOR LEVEL

3.71

Fire door Fire door Fire door

Ex. boundary
wall

Ø100 pvc sewer  1:40 Ø100 pvc sewer  1:40

57
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36
90 Plastered & paint

W4W5W6W7

W10

Plaster and paint
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Side cladding to be ibr 686 using 0.8mm aluminum
color to the narrow flute color to be bright silver. 
all to be installed in accordance to manufactured instructions.

NORTH WEST ELEVATION
1:200

Existing windows

Existing transformer &
meter rm to be  demolished
and relocated as shown on plan

3.50

13986

Roof structure to be
demolished

New wall between boundary and
warehouse 3 m high plaster and painted

236 5 1

Plaster and paint

3.50

4

WAREHOUSE
FLOOR LEVEL

Ex. office block to
be demolished

Existing boundary wall to be removed

Existing asbestos roof sheeting to be removed, discarded by approved asbestos
removal contractor & replaced with  0.8mm aluminum 9017 alloy g4 color-tech using
klip-tite concealed fix roof sheeting to engs detail. all to be installed in accordance to
manufactured instructions.

Plaster and paint

Facebrick

Plaster and paint

Existing windows

Plaster and paint

Existing windows

60
00

New 6m high wall acc. to engs detail

Ex. roof structure projects
in line with boundary

To be made good

To be made good
W9
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NORTH WEST ELEVATION - OFFICE BLOCK
1:200

Plaster & paint

Facebrick to match existing

13986

Windows to
be removed

Roof structure to
be demolished

6 5

3.71

Proposed
guard
house

8.30

12.44

Part of existing office
block to be demolished

New GMS swing gate
by specialist

Facebrick
Plaster &

paint
W3 W1W2
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Revisions

Sewer Note:
New MH 2
CL-3.500
IL-2,905
D-595

New MH 1
CL-3.500
IL-3.105
D-395

New MH 4
CL-3.420
IL-2,415
D-1.005

New MH 3
CL-3.450
IL-2.540
D-0.91

New MH 6
CL-3.350
IL-2.315
D-1.035

New MH 5
CL-3.390
IL-2.250
D-1.140
New MH 7
CL-3.320
IL-2.055
D-1.265
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GENERAL NOTES
1.  REFUSE AREA to be constructed & provided with hose, bibtap
and sump where applicable.
2.  The attention of the OWNER is drawn to the fact that changes
to the plan and/or specifications after official approval are likely to
invalidate that approval.
3.  The owner is responsible for all local authority expenses.
4.  Signage under seperate application.
5. Soil stability according to the GEO TECH ENGINEER  REPORT.
6. All STRUCTURAL work,both new and where existing work
need to be demolished, to be according to the STRUCTURAL
ENGINEERS design and supervision.
7. FIRE SAFETY according to the FIRE ENGINEERS report.
8. STORM and WASTE WATER to the stormwater and
wastewater MANAGEMENT PLAN by ENGINEER.
9. All work to match the existing, as shown on plan.
10. All LEVELS and DIMENSIONS to be checked on site by
contractor before commencing with work. No dimensions to be
scaled.
11. Any discrepancies to be reverted to the ARCHITECT.
12. On site dimensions to be MEASURED and CHECKED before
fabrication of any fitted item.
13. All work to be done in accordance with the NATIONAL
BUILDING REGULATIONS and the LOCAL AUTHORITIES
by-laws.
14. All measurements to be checked on site, existing walls and
columns to take preference to measurements.

REFER TO CONSTRUCTION NOTES ON DRAWING NO. SD 03


