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‘ GENERAL NOTES:

. ALL MARINE WORKS ARE SCHEMATIC ONLY.

. THE SUPPLIER TO USE THE MARINE PIPEWORK SCHEMATIC AS A GUIDE ONLY AND HE SHOULD
CHOOSE POSITIONS OF INLET STRUCTURES AND OUTLET DISCHARGE POINTS BASED ON HIS OWN
DESIGN TAKING COGNISANCE OF AMONGST OTHERS THE WATER QUALITY REQUIRED AT THE PLANT
AS WELL AS DAMAGE DUE TO ENVIRONMENTAL CONDITIONS, SUCH AS WAVE AND SHORELINE
VARIATION.

. ALL PHASE 1 PIPEWORK TO BE DECOMMISSIONED AFTER COMPLETION OF PHASE 2.

. ALL PUMP STATION POSITIONS TO BE VERIFIED.

. SUPPLIERS DESIGN SHALL ENSURE PIPELINE STABILITY AND PROTECTION ALONG THE ENTIRE
PIPELINE(S) LENGTH, INCLUDING THE BEACH CROSSING, TIDAL ZONE, SURF ZONE AND OFFSHORE
PORTION.

. ALL PIPELINE(S) LOCATED ON THE BEACH AND TIDAL ZONE AREA SHALL BE BURIED TO ALLOW
MINIMUM 1 M COVER FOR AESTHETIC PURPOSES. ALL PIPELINE(S) LOCATED INSIDE THE TIDAL
POOL AREA SHALL BE BURIED ALONG THE BEACH AREA AS WELL AS WITHIN THE TIDAL POOL,
EXTENDING TO THE BOUNDARY FENCE FOR AESTHETIC PURPOSES.
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2x@355mm HDPE PE100 PN10 RAW
f| WATER ABSTRACTION DELIVERY
(ON SHORE) PIPELINE

@355mm HDPE PE100 PN10 BRINE
DISCHARGE PIPELINE

@315mm HDPE PE100 PN16
INJECTION PIPELINE

OFFSHORE RAW WATER 1x@315
ABSTRACTION PIPELINE

PBOPOSED BELOW GROUND

. ALL BUOYS AND OTHER AIDS TO NAVIGATION MARKERS SHALL MEET THE SAMSA STANDARDS IN

OFFSHORE TIDAL POOL
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SCHEMATIC LOCATION OF BRINE OUTLET
; INSTALLED ON EXISTING ROCK GROYNE.
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ABSTRACTION STRUCTURE
SUPPLIER TO CHOOSE

SCHEMATIC LOCATION OF RAW WATER ABSTRACTION
PIPELINE ROUTE TO MAINTAIN TIDAL POOL SEAWATER
VOLUME. PROTECTED ADEQUATELY IN ORDER TO PREVENT
SCOUR, STABILITY AND GUARANTEE FLOW VOLUME

FOR INFORMATION ONLY SCHEMATIC LOCATION OF

ABSTRACTION STRUCTURE
REQUIRED TO MAINTAIN TIDAL
POOL VOLUMES AND LEVELS
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PRELIMINARY

~ (LE. TERMINATED BETWEEN GABION/ROCKS)
TO PREVENT ACCESS TO THE PUBLIC

SECURE PHYSICAL BARRIER SHALL BE CONSTRUCTED TO PREVENT
ACCESS TO UNAUTHORIZED PERSONNEL/GENERAL PUBLIC

ANTICIPATED AREA AVAILABLE FOR PLACING
OF INTAKE STRUCTURE AND THAT MAY
REQUIRE DREDGING/EXCAVATION.
FOOTPRINT TO BE CONFIRMED WITH CCT.
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"This drawing is prepared solely for the use of the contractual customer of WorleyParsons and
WorleyParsons assumes no liability to any other party for any representations contained in this drawing."
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